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ABSTRACT

Characteristic ultrasonic transducer parameters were measured for over one
hundred sixty contact type ultrasonic transducers (of equivalent sizes) used
by depot and field ND shops in the Air Force. For each transducer a maximum
of twenty-four parameters was obtained which included electrical impedance,
rf-echo and frequeLcf spectrum, beam characteristics, sensitivity, and signal-to-
noise ratio parameters. Transducers were categorized into six groups according
to their nominal frequency and beam angle (i.e. 5 MHz and 10 MHz; 00, 450 and 600).
Except for 10 MHz-600 transducers, thirty-two transducers were evaluated for
each category. For measurement of the beam characteristic parameters of the
contact transducers, a side-drilled hole block and an automated data acquisition

system were developed. Three small fatigue cracks of different sizes were
used for the measurement of flaw signal-to-noise ratios (which determine the
flaw detectability of a transducer). Wide variations were observed in the
characteristic parameters for individual ultrasonic transducers having the
same name-plate size, frequency and angle. However the average performance
for all transducers evaluated in each category of transducers was found consistent
with theory. In order to find the characteristic parameters which primarily

determine the flaw detectability of a transducer, a linear correlation analysis
between pairs of parameters was conducted for each transducer category. High
correlation was obtained between the signal-to-noise ratio of an echo in a
reference block and the flaw signal-to-noise ratios of the echoes from the
fatigue cracks, and between the loop sensitivity and the flaw responses.
Modecate correlation was obtained between the sensitivity and signal-to-noise
ratios. It was found that the sensitivity does not primarily determine the
flaw detectability of the transducer as long as electrical noises of the system
are not larger tharn the background noises of the material to be inspected.
Based on tne results of this study, preliminary test methods and specifications
(acceptance limits) for ultrasonic transducer performance parameters were
developed.
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I. INTRODUCTION AND SUMMARY

A. Background and Obsectives

Ultrasonic nondestructive inspection (NDI) is one of the mo ,t didely

used methods for inspecting materials and structures for defects. This is

primarily due to the capability of ultrasonics to detect and locate small

internal and surface flaws or discontinuities. Furthermore, ultrasonics is

capable of providing valuable information on the characteristics of defects,

e.g. type, size, and orientation. This information is vital in determining

the integrity and serviceability of structural parts or components.

The use of ultrasonic NDI in the Air Force on critical aircraft

components has been steadily increasing over the years. However, the flaw

detectability of ultrasonic systems is much lower
1 

than either perceived or

expecteod, not to mention their capability to characterize flaws. Also, the

results of ultrasonic NDI have demonstrated wide variation from application-

to-application and even from day-to-day on the same application. The lack

of reproducible and uniform test results has thus resulted in poor reliability

and often loss of confidence in ultrasonic inspections. Some of the difficul-

ties can be attributed to the varying degree of an inspector's skill as well as

the differences in the performance of electronic instruments employed. Another

major source of the variations which is rather peculiar to the ultrasonics, lies

in the variability of the performance of ultrasonic transducers. Ultrasonic

transducers used by Air Force field and depot NDI shops are commercial, off-

the-shelf, expendable items procured by Defense General Supply Agency. A

wide variety of ultrasonic transducers is commercially available in varying

configurations and operating parameters, but it has been known that even two
supposedly identical transducers (i.e. same name-plate size, frequency, etc.)
obtained from the same manufacturer may have very different2 performance charac-
teristics. Therefore, there is a great need for establishing a standard which
would allow control of transducer performance characteristics and thus eventually
lead to uniform and improved ultrasonic NDI results.

A number of ultrasonic performance parameters are directly measurable,
e.g. beam angle, frequency, and sensitivity. By controlling these measurable
parameters, variation in the performance of ultrasonic transducers can be

reduced. However, controlling all the measurable parameters would be very
costly and thus economically unjustifiable. Furthermore, only few among these
measurable parameters may be primarily responsible for the flaw detectability
and ultimately the characterization capability of a transducer. Therefore,
there is a practical need for investigating the relationship between measurable
characteristic parameters and the flaw detectahility/characterization capability
of ultrasonic transducers. Such an investigation will provide a practical basis
for selecting parameters which should be controlled in order to achieve high
reliability and uniformity of ultrasonic NDI.

Accordingly, the objectives of the present project were established
a) to generate engineering data relating the measurable transducer parameters
to flaw detectability, b) to develop a preliminary procurement document with
realistic performance requirements based upon measurable parameters, and c)
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L- recommend test methods for these parameters. The present project included

straight and angle beam 5 MHz and 10 MHz transducers having piezoelectric

element of 6.35 mm (0.25 in.) diameter or square routinely used in Air Force

field and depot NDI shops.

B. Summary of Progress and Findings

This project is an extension of previous work2 (Contract No. F41608-
77-C-1381, SwRI Project No. 15-5024, titled "Engineering Services to Determine

Acceptance Limits of Ultrasonic Transducers for Nondestructive Inspection",
Final Engineering Report, June, 1978). In that project (Phase I), twenty-three
longitudinal beam contact transducers of various frequencies and sizes were
evaluated primarily by immersion testing, and linear correlation analyses
of seventeen measurable characteristic parameters were conducted.

Initially, the present project (Phase II) was aimed at performing

the same measurements and linear correlation analyses of parameters as those
conducted in Phase I, but with both longitudinal wave (straight beam) and
shear wave (angle beam) transducers used in the contact mode. Accordingly,

for the measurements of beam profile as well as the near-to-far field transition
distance of contacting transducers a side-drilled hole test block was developed.
An automated data acquisition system and the necessary computer program for
the data analysis were also developed. Subsequently, data were acquired on
fourteen longitudinal wave transducers and twenty-three shear wave transducers,
and linear correlation analyses of the parameters were conducted. High correla-
tion was found between the loop sensitivity ratio and the flaw responses from EDM
(Electric Discharge Machined) notches, side-drilled holes, and fatigue cracks.
However, it was found difficult to assign tolerances to the parameters, partly
because of the relatively low confidence limits on the results of the statisti-
cal correlation analyses and partly because of the mixing of several different
types and sizes of transducers in the analyses. Also, it was determined that
the effect of extended field-service upon the performance characteristics of
the transducers (which was one of the initial objectives of this project)
could not be determined because of the lack of information on the initial
performance characteristics as well as the length of time and conditions of
the field-service.

This project was therefore re-structured to cover six groups of trans-
ducers (different frequencies and angles) with approximately thirty transducers
in each group. This would enhance the confidence of the correlation analyses
and reduce unnecessary variations of parameters due to the mixing of several
different types of transducers. In anticipation that more highly correlated
transducer parameters would become evident as the threshold of sensitivity is
approached, three specimens with reasonably small size fatigue cracks were als-
p repa red.

For each transducer category (5 MHz-0 0, 5 Mlz-45o, 5 MHz-60, 10 MHz-0 0 ,
and 10 MHz-450 ), thirty-two transducers were evaluated. Almost all the transducers
evaluated in this project were obtained from various Air Force and Air National
Guard NDI shops (more than forty shops around the United States) at which they
had been put into inspection ser.ice. The results of this latter part of the
project constitute this final report.
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A total of twenty-four parameters were measured for each transducer.
* Results of the measurements and the linear correlation analyses of the parameters

j showed that:

1) There is a wide variation in the values of each characteristic
parameter for nominally identical transducers,

2) The relationship between the average values of loop sensitivity
and flaw responses is consistent with that theoretically expected,

3) on the average, 5 MHz-600 transducers were found to be inferior
to 5 MHz-450 transducers in detecting fatigue cracks (which are
grown normal to the surface) because of the energy loss due to
mode conversion of the 600 shear waves upon reflections from
the right angled edge formed by the crack,

4) Straight beam longitudinal transducers can not reliably detect
small surface fatigue cracks because of the interference effects
from the surface of the part near the fatique crack,

5) High correlations (correlation coefficient greater than 0.7)
were shown to exist between the loop sensitivity and the flaw
responses; between the signal-to-noise ratios from cracks and
a large surface reflector; between the spectral band width and
the number of rf cycles in the pulse; and between the p)eak
frequency and the center frequency,

6) Moderate correlations (correlation coefficients between 0.7
and 0.4) were found between the center frequency (or peak
frequency) and the spectral band widt:; (or the number of rf
cycles in the pulse), between the sensitivity parameters (loop
sensitivity or flaw responses) and the signal-to-noise ratios,

7) Low correlations (correlation coefficient less than 0.4) were
found among the rest of the pairs of parameters.

Since flaw detection capability is directly proportional to the
flaw signal-to-noise ratio, the signal-to-noise ratio is the most important
performance parameter of a transducer where detectability alone is of concern.
The moderate correlation between the sensitivity and signal-to-noise ratio
parameters reflects the tact that a., long as the sensitivity of the system
is adequate, i.e. the system electrical noise is smaller than the background
noise from the transducer and the material being inspected, sensitivity does
not significantly influence flaw detection. The high correlations between
the loop sensitivity and flaw responses, and between the signal-to-noise ratio
of the echo from the reference block and the flaw signal-to-noise ratios suggest
that minimum detectable flaw size can be estimated from a DGS (Distance-Gain-

3
Sizing) diagram. This can be accomplished by measuring the signal-to-noise ratio
of an echo from a corner or the back surface of the material being inspected.

Based on the results of this project, a preliminary document on the
test methods and specifications (acceptance limits) for ultrasonic transducer
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I performance parameters was developed (see Appendix F). This specification

is primarily intended for procurement of ultrasonic transducers for the Air

I Force depot and field level use.
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Ii. EXPERIMENTAL PROCEDURES

A. General

Characteristic parameters were acquired from a total of one hundred

sixty three transducers. These transducers were divided into six different

categories based on the nameplate frequency and beam angle. A breakdown of the

number of transducers evaluated in each category in this study is as follows:

Freer (MHz) Beam Angle (degrees) No. Evaluated

5 0 32

5 45 32

5 60 32

10 0 32

10 45 32

10 60 3

All transducers had piezoelectric elements of approximately equiva-
lent sizes [either 6.35 mm (0.25 in.) diameter for circular element or 6.35 mm
(0.25 in.) side for square element]. The transducers were designed for use in

a contacting mode on essentially flat surfaces through a thin layer of couplant
(typically SAE 1oW to 40W motor oil4 ). The transducers with zero degree beam
angle were longitudinal wave transducers, while the other transducers were shear
wave transducers. The angle beam of the shear wave transducers is generated
by mode conversion of longitudinal waves using an appropriate wedge or shoe
(typically an acrylic resin plastic). More detailed descriptions on the con-
struction of a typical transducer may be found in the references.

2'4

Among these transducers, one hundred and forty-seven were obtained
from various NDI shops in the Air Force and Air National Guard where they had
been put into actual inspection service. (The rest of the transducers were
directly purchased from manufacturers.) More than forty depot or field level
NDI shops participated in the program furnishing the necessary in-service
transducers (a list of participating Air Force bases is given in Appendix A).

N total of twenty-four parameters were selected for the characterization
of a transducer. These parameters were divided into three groups: 1) electrical
impedance, rf-echo and frequency spectrum parameters, 2) beam characteristic
parameters, and 3) sensitivity, and signal-to-noise ratio parameters.

1. Electrical impedance, rf-echo and frequency spectrum parameters
include:

a) Impedance (IMP)
b) Impedance Angle (IPA)
c) Damping (DMP)
d) Peak Frequency (PF)

e) Center Frequency (CF)



f) Band Width Ratio (BWR)
g) Spectrum Symmetry Ratio (SSR)
h) Spectrum Inflection Ratio (SIR)

2. Beam Characteristic Parameters include:

a) Far Field Ratio (FFR)
b) Experimental Beam Angle (EBA)
c) Beam Divergence Angle (BDA)
d) Beam Symmetry Ratio (BSR)
e) Beam Inflection Ratio (BIR)
f) Experimental Beam Width (EBW)

g) Skew Angle (SA)

3. Sensitivity and signal-to-noise ratio parameters include:

a) Loop Sensitivity Ratio (LSR)
b) Side Drilled Hole Response (SDH)
c) Flaw Response Ratio from fatigue cracks #1, #2A and

#3 (FRI, FR2, FR3)

d) Signal-to-Noise Ratio (SNR)

e) Flaw Signal-to-Noise Ratio of fatigue crack #1, #2,

and #3 (FN1, FN2A FN3).

The definition of each parameter is given in Appendix B.

Detailed descriptions of the measurement methods of these parameters

are given in the following sections. For the sake of convenience, measurement

methods of beam characteristic parameters are described in Section II-B; electri-

cal impedance rf-echo and frequency spectrum parameters in Section II-C and

finally, sensitivity and signal-to-noise ratio parameters in Section II-D.

Throughout this project, an Automation Industries S-80 Reflectoscope® with a

PR-2 pulser/receiver module was used for the pulser. Unless otherwise stated,

this module was also used for the receiver. Control settings of the pulser

were kept fixed throughout the measurements in order to minimize any effects

of the variation in the electrical characteristics of the pulser on the performance

of a transducer. Investigation of interactions between the transducers and

different pulser/receivers and their effects on the transducer performance

was beyond the scope of the project.

In Appendix CA all the data obtained in the parametric measurements are
listed except those for the 10 MHz-60° transducers. Because of the unavailability
of a sufficient number of 10 MHz-600 transducersn the linear correlation analyses
of the characteristic parameters for these transducers were excluded from the
project.

B. Measurements of Beam Characteristic Parameters

Measurements of transducer beam characteristics were obtained using
a system in which the transducer (operating in a pulse-echo mode) was scanned
past a series of side-drilled holes at different depths in an aluminum block
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(Fig. 1). The response of the transducer as a function of position with respect
to each side-drilled hole was recorded and processed using a computerized data
acquisition system as shown in the block diagram in Fig. 2. As the transducer
was scanned by a motor drive, its position was determined by a precision shaft
angle encoder and an associated pulse counter, and this information was monitored
by a computer. The transducer response to each hole as a function of position
was measured by a gated peak detector in combination with an analog-to-digital
converter and was stored on magnetic tape by a computer. Figure 3 shows the
actual experimental arrangement of the apparatus.

The side-drilled hole block (Fig. 1) consisted of a 15.5 mm (0.610 in.)
thick machined plate of 7075 T651 aluminum. Fifteen side-drilled holes reamed
to a diameter of 1.59 -m (0.0625 in.), were placed through the block at depths
from the top surface varying from 1.59 mm (0.0625 in.) to 127 mm (5.000 in.)
to the hole center. Horizontal spacing of the holes is 12.7 mm (0.500 in.)
which was sufficient to eliminate interference of echoes from adjacent holes
on the transducer response. A shallow "well" was machined un the top of the
side-drilled hole block to hold a thin film of light machine oil which was
used as a couplant.

In order to assure consistent transducer alignment and coupling,
a four-wire cantilever spring suspension mechanism (Fig. 4) was utilized to
provide a constant downward force on the transducer. This mounting system
allows angular, side-to-side compliance and maintains uniform contarnt of the
transducer with the standard even if the bottom surface of the transducer
is not square with the transducer housing. In addition, a pivot in the probe
mount allows compliance in the fore-and-aft direction. A plastic holder was
fabricated for each type of transducer case, and the transducer was inserted
into the holder with only the bottom portion of the transducer protruding.
This entire assembly was held in the mounting mechanism.

The scanning mechanism (Fig. 5) for the transducers consisted of
a precision slide assembly and lead screw which was motor driven to scan the
transducer suspension mechanism along the length of the side-drilled hole
standard. An incremental shaft angle encoder was also driven by the lead
screw and provided a resolution of 0.025 mm, (0.001 in.) of transducer position.
A counter was constructed to convert the output pulses from the encoder to a
transducer position measurement which were displayed on a digital LED readout.
h binary coded decimal (BCD) position output was supplied to the computer.

Ultrasonic instrumentation (Fig. 3) consisted of an Automation
Industries S-80 Ref lectoscopea with a PR-2 pulser/receiver module, a DAG-l
distance amplitude data module, and an optional peak detector circuit. Gain
of the PR-2 module was adjusted for each transducer to obtain a response of
approximately 80% of full scale on the Ref lectoscopea display from the largest
echo obtained from any of the side-drilled holes. The gain setting was recordedI
for later use in the computer calculations of the echo amplitude.

Each gain setting of the receiver was calibrated prior to the measure-
ments. The calibration was accomplished by the use of monochromatic rf waves of

5 and 10 MHz generated by a signal generator (Hewlett Packard, Model 606A),
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respectively. At a given gain setting, an rf signal was fed into the receiver
and the peak-to-peak voltage of the rf signal was measured which was needed
to produce a 1 volt video output on the Reflectoscope® (the PR-2 receiver
was set to the corresponding frequency). The actual amplification factor
of each gain setting was thus determined by dividing the video output voltage
by the required input voltage of the rf signal. (In this calculation of the
actual echo signal amplitude, no attempts were made to correct for the frequency
dependence of the receiver gain or to take into account the effect of the
spectrum content of the echo).

The gate in the DAG-1 module was set to include only the transducer
responses from the side-drilled holes and not the initial excitation pulse.
The peak detector circuit detects the maximum amplitude of the received echo
in the gate and holds that value at a constant output level until the amplitude
is measured by the analog-to-digital converter. The peak detector is then reset

for the next echo.

The computer system consisted of a Hewlett-Packard 2100A minicomputer
which was used for data acquisition and a Tektronix 4052 computer with graphics
capability for storage, plotting and analysis of the data. The transducer
position information was obtained directly from the digital BCD output of
the shaft angle encoder counter. Signal amplitude was measured with an analog-
to-digital converter with a resolution of one part in 512 over the signal
voltage range measured. A typical data set consisted of a transducer scan
distance of 24.13 cm (9.5 in.) with discrete measurements of the transducer
response at 950 positions spaced 0.25 mm (0.010 in.) apart. These data were
transferred to the Tektronix 4052 for storage on magnetic tape cassettes. Data
analysis was performed using a BASIC language program run on the Tektronix 4052.

Measurements of the beam angle and skew angle of angle beam shear
transducers were made with an aluminum IIW-2 reference block (see Fig. F-2
in Appendix F). The beam angle was obtained by maximizing the echo returned
from the 50 mm (2 in.) diameter hole in the IIW-2 block. The skew angle was
obtained by maximizing the echo from the corner (see Fig. F-5 in Appendix F)
of the IIW-2 block.

The beam angles of straight beam longitudinal transducers were
deduced from the analysis of the data obtained from scanning the side-drilled
hole block.

C. Measurement of Electrical Impedance, Rf-Echo and FrequencySpectrum

Parameters

The magnitude and phase angle of the transducer electrical impedance
were measured by a vector impedance meter (Hewlett Packard Model 4815A) at the
nominal transducer center frequency.

For the measurements of rf-echo and frequency spectrum parameters,
the first returned echo in a semi-circle block shown in Fig. 6 was used. The
semi-circle block was fabricated from 1.59 cm (0.625 in.) thick 7075-T651
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aluminum plate. The radius of the block was 6.35 cm (2.5 in.). This block
was adopted for these measurements because of the following reasons. First,
it provides a reasonably large cylindrical concave reflecting surface. Since
an echo from a flat bottom hole or a notch may be influenced5 -7 by diffraction
from the sharp-edges of these reflectors, they are not suitable for the measurement
of rf-echo and frequency spectrum parameters of a probe. Second, it provides
a reflected echo at a fixed distance from the beam exit point of a probe,
regardless of probe's beam angle. An echo from a side-drilled hole of a given
size may be used; however, the result thus obtained may be influenced 8' 9 by
the variation in the path length for different beam angles as well as the
hole size. Third, it provides a consistent and uniform measurement for both
straight and angle beam probes.

Figure 7 shows the block diagram of the instrumentation for these
measurements. A transducer, placed on the center of the semi-circle block,
was excited by a pulse generated by the Reflectoscope®. To ensure repeatable
alignment and coupling, the semi-circle block was clamped to the side-drilled
hole block and the four-wire spring suspension mechanism was used (see Fig. 8).
The reflected echo from the curved surface of the semi-circle block was received
and amplified by a separate wide band receiver (Aerotech Laboratories, Ultrasonic
Transducer Analyzer, Model UTA-3). This echo signal was then displayed on
an oscilloscope (Tektronix, Model 5440). The position of the transducer was
subsequently adjusted until a maximum echo signal was obtained. The step-
less gate signal of the UTA-3 was also displayed on the oscilloscope. The
position and width of the step-less gate were adjusted such that the gate
covered the first and last instant at which the amplitude of the rf echo reached
approximately 10% (-20 dB) of its maximum amplitude. This gated portion of
the rf echo was fed into a spectrum analyzer (Hewlett Packard 141T Spectrum
Analyzer System, with plug-in Model 8553B and 8552B) which then displayed
the corresponding frequency spectrum of the rf echo.

D. Measurement of Loop Sensitivity Flaw Response and Signal-to-Noise
Ratio of Parameters

Measurement of loop sensitivity was made with the semi-circle
block described in Section II-C (Figs. 6 and 8). The position of a transducer
was adjusted so that the first returned echo from the radius of the block
was maximized. To avoid influence of the receiver characteristics, the signal
amplitude of the echo was measured before it entered the PR-2 receiver section
of the Reflectoscope®. This was done by putting a "T" connector and a OX
oscilloscope probe at the pulser output (or equivalently receiver input). The
rf signals of both the initial excitation pulse and the reflected echo were
then displayed on an oscilloscope (Tektronix, Model 5440). A block diagram of
the measurement is shown in Fig. 9. The loop sensitivity ratio (LSR) of each
transducer was calculated from the equation LSR = 20 log 10 (Ae/Ai) where Ae
and Ai are the peak-to-peak amplitude of the echo signal and the initial excita-
tion pulse, respectively.

While maintaining the same set-up, the signal-to-noise ratio (SNR)
of the first returned echo from the radius of the semi-circle block was measured.
Measurements were made as follows: a) the echo height was set at a predetermined
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value, typically 50% of fu~l scale of the Reflectoscope® display, by adjusting
the receiver gain and the gain was read in dB, and b) the receiver gain was
increased until the noise level was at the same predetermined value and the
gain was read in dB. SNR is the difference between these two gain readings.

For the measurement of the flaw response and flaw signal-to-noise
ratios of transducers, three fatigue crack specimens made from 7075-T651 aluminum
were used. The specimens contained fatigue cracks of surface length 1.27 mm

(0.05 in.), 2.54 mm (0.10 in.) and 3.81 mm (0.15 in.), respectively. The
surface length-to-depth ratios were estimated to be approximately 4 to 1 for
the cracks of 1.27 mm (0.05 in.) and 2.54 mm (0.10 in.) surface length, and
2 to 1 for the crack of 3.81 mm (0.15 in.) surface length. (For the fatigue
crack specimen preparation and the estimation of the surface length-to-depth
ratios, refer to Appendix D.) The reason for using these small size fatigue
cracks in the flaw response and flaw signal-to-noise ratio measurements was
that the responses from these flaws would approach or reach the threshold
of sensitivity or detectability of each transducer. As the detectability
threshold is approached, it was anticipated that the relation between transducer
parameters and the flaw detectability would be more evident and practical
assignment of tolerances would be possible on those parameters highly correlated
with the flaw signal-to-noise ratios.

Since flaw detectability is proportional to the magnitude of the
flaw signal-to-noise ratio, the measure of the flaw detectability of a transducer
can be essentially represented by the flaw signal-to-noise ratio.

Figure 10 illustrates the placement of transducers for flaw response
and flaw signal-to-noise ratio measurementS. Angle beam shear wave transducers
were placed on the face of the specimen where the fatigue crack is located.
The crack echo was obtained at one skip distance (Fig. 10-a) which was typically
about 36.8 mm (1.45 in.) for 450 shear wave transducers (rated in steel) and
45.7 mm (1.80 in.) for 600 shear wave transducers (rated in steel). Straight

beam longitudinal wave transducers were placed on the end of the specimen
(Fig. 10-b). In this case, the distance to the crack was approximately 52.3 mm

(2.06 in.).

To ensure consistent and repeatable measurements, fatigue crack

specimens as well as transducers were placed in a fixture clamped to the side-
drilled hole block and the same transducer suspension system was used. Actual
arrangement of the measurement is shown in Figs. 11 and 12.

To measure the flaw responses and flaw signal-to-noise ratios,
the position of a transducer was adjusted laterally or longitudinally until
the crack echo on the Reflectoscope® was maximized. Next, the gain of the

PR-2 receiver of the Reflectoscope® was adjusted so that the crack echo reached
a predetermined level, typically 50% of full scale. In addition, the video
output voltage of the crack echo was measured with an oscilloscope. Both
the receiver gain and video output voltage of the crack echo were recorded
and later used to calculate the actual crack signal amplitude. Finally, the
receiver gain was raised until the noise rearbed the same predetermined level.
The flaw signal-to-noise ratio is the incre.- in gain measured in dB.
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Figure 13 shows the measurement of flaw signal-to-noise ratios

observed on the oscilloscope. In this figure, a) and c) show the initial

excitation pulse and the crack echo (approximately 29 sec. from the initial

excitation pulse) obtained from fatigue crack specimens #1 and #3, respectively.

(The fatigue crack specimens were numbered in order of increasing surface
crack length.) In b) and d) of Fig. 13, the background noise level was set

to the initial crack signal level in a) and c), respectively, by increasing
the receiver gain. In this measurement of signal-to-noise ratio, the internal
noise peaks (such as the one shown in Fig. 13 at approximately 7.5 sec from

the initial eKcitation pulse) were not taken into account. However, it is
obvious that detection of small flaw signals is very difficult if they occur

close to the internal noise signals.

The flaw response ratios (FR1, FR2, and FR3) of the flaw echo from
the three fatigue cracks were calculated by using

FRj = 20 log10 (AFj/Ai), j - 1,2,3

where AF is the amplitude of the echo from the jth crack. The AF3 was calculated
from the recorded video output voltage of the crack echo and the receiver gain

of the Reflectoscopeo.

Likewise, the response from a side-drilled hole was calculated trom

SDH = 20 log10 (ASDH/Ai)

where ASDH is the amplitude at the last maximum in the distance-amplitude
curve described in Section II-B.

The video output voltage from the ReflectoscopeS became saturated
as the input signal exceeded the linear dynamic range of the receiver (in
this case, approximately I volt). Since on many occasions, the amplitude of

the first returned echo in the semi-circle block exceeded this linear dynamic
range, apparently smaller signal-to-noise ratios were obtained. This apparent

reduction i- 'he SNR was corrected by adding the amplitude ratio (in dB) between
the actual signal amplitude measured with the oscilloscope (using a 1oX probe)

and the apparent input signal amplitude calculated by using the video output
voltage and the receiver gain.
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III. EXPERIMENTAL RESULTS AND DISCUSSION

A. Beam Characteristic Parameters

Transducer beam characteristics were obtained by measuring the
transducer response as a function of position as it was scanned past side-
drilled holes at different depths in the side-drilled hole block. Typical beam
profiles are shown in Figs. 14 and 15. Figure 14 was obtained with a 5 MHz-450

transducer and Fig. 15 with a 10 MHz-450 transducer. Each peak in the figures
is the response to one side-drilled hole, and the hole depths decrease from
left to right in the plot. Amplitudes of the response were calculated by
dividing the gated video output of the Reflectoscope® by the receiver gain.
This calculation was performed on a computer (Tektronix 4052).

Transducer beam angles were calculated by first determining the
scan position corresponding to the peak amplitude of each beam profile and
identifying the associated side-drilled hole. Then, using a geometric model
of the side-drilled hole block (Fig. 1) and the relative spacing between adjacent
beam profile peaks, the angle of the beam was determined for each side-drilled
hole response. An average beam angle was calculated from the individual measure-
ments from holes with a path length beyond the far field maximum. Measurements
within the near field were not included in the average since the near field beam
profile may contain several peaks, and the beam angle determined from the posi-
tion of the transducer at which the echo amplitude is highest can be erroneous.

Using the average beam angle, the path length to each side-drilled
hole was calculated. The peak amplitude from the beam profile from each hole
was plotted as a function of path length to obtain a distance-amplitude curve
as shown in Figs. 16 and 17. The path length to the side-drilled hole which
gave the last maximum amplitude response (arrows in Figs. 16 and 17) in the
distance-amplitude curve was taken as the near-to-far field transition distance
of the probe. [Nominal near-to-far field transition positions are als indicated
in Figs. 16 and 17 which were calculated by using the equation (D

2 - )/(41,

where D is the nominal diameter of the piezoelectric element and X is the
wave length of the sound at the nominal frequency.) By using the beam profile
at the near-to-far field transition distance (indicated by the arrows in Figs. 14
and 15), -6 dB Experimental Beam Width (EBW), Beam Symmetry Ratio (BSR) and
Beam Inflection Ratio (BIR) were determined.

Another parameter, Beam Divergence Angle (BDA), was determined
at the distance where nominal theoretical -6 dB beam width reaches 80% of
the diameter of the circular piezo-electric element. Beam divergence angle
for the -6 dB beam width is given by e D = sin - ' (0.7 x/D) for a monochromatic
and continuous sound wave generated by an ideal piston sound generator where
D is the diameter of the circular piezoelectric element and X is the wave
length of the sound in the medium. In this case, the -6 dB beam width reaches
80% of the piston diameter at a distance of approximately 2.3 [D2/(4X)].
Since a sound beam does not diverge 10 until well beyond the near-to-far field
transition distance, measurement of BDA should be made in the far field region.
The BDA was obtained in this project by interpolating the BDA values determined
from the beam profiles (Figs. 14 and 15) near the distance of 2.3 [D2/(4X)].
Note that the angular resolution of a transducer is determined by BDA.
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The beam profile as well as the distance amplitude curve obtained
in the present measurements should be distinguished from those obtained in

the Phase I experiments. 2 In Phase I, the transducers were immersed in water
and a steel ball reflector was used to measure the profile of the beam as
well as the variation of the sound amplitude along the center axis of the
transducer. Since cylindrical reflectors (side-drilled holes) were used in
the present measurements, the measured amplitude was essentially the average
sound strength over a certain cross-sectional area of the beam rather than
the sound strength at a point. As is well known, manufacturing a block which
contains a well defined spherical reflector for use with contact transducers
is quite difficult, but can be accomplished through the use of a diffusion
bonding technique 1 1. Even though the true beam profile cannot be measured
with a cylindrical reflector, the simplicity in preparing a side-drilled hole
block makes it a very attractive alternative. Furthermore, as evidenced in
Figs. 14 to 17, the side-drilled hole reflectors are able to show the general
features of the beam profile as well as the amplitude-distance curve. For
these reasons, the use of the amplitude response from the side-drilled hole
reflector is the most practical and convenient way of measuring and specifying
the beam characteristics of contacting transducers.

The average values for Far Field Ratio (FFR), Beam Divergence
Angle (BDA), and Experimental Beam Width (EBW) obtained in the measurements
are shown in Table I. Note that FFR and BDA in Table I are respectively the
normalized values of the near-to-far field transition distance and the beam
divergence angle against the corresponding nominal theoretical values. This
normalization was for the purpose of the comparison between the different
categories of the transducers.

Many theoretical and experimental studies12-17 have reported on the
sound field of a pulsed piston radiator. It has been shown that the details
of the beam profile as well as the distance dependence of the sound field vary
with, among other things, the shape of the pulse and the number of rf cycles
in the pulse. For pulsed radiation, there is less variation of the sound
in the near field of the radiator than for the case of continuous radiation.

It has been shown theoretically12 that as the radiating pulse becomes narrower
(equivalently as the spectrum band width of the pulse becomes wider), a) the
near-to-far field transition point occurs farther from the radiator, and b)
in the far field region, the sound amplitude along the center axis of the
radiator decreases more rapidly. The reported beam characteristics 17 of the
pulsed sound wave measured with an immersion transducer and a microprobe hydro-
phone showed that the sound amplitude along the center axis of the transducer

did decreaje more rapidly than that for the case of the continuous sound wave
in the far field region. However, contrary to theory, the near-to-far field
transition point was found to occur closer to the transducer. The results
of a preliminary experiment conducted by the authors with the side-drilled

hole block agree with the ahove experimental results reported. This discrepancy
between the theory and experiment remains to be studied.

It should be noted that for the case of pulsed radiation, no simple
relations eixist between the center frequency of the pulse and the near-to-far
field transition distance or the beam divergence angle.
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I
TABLE I. AVERAGE VALUES OF FAR FIELD RATIO (FFR),

BEAM DIVEF4ENCE ANGLE (BDA) , AND EXPERIMENTAL BEAM WIDTH (EBW)

FFR BDA EBW (inches)

5 MHz - 0? 1.54 i 0.32 0.88 + 0.18 0.142 ± 0.045

-450 1.14 + 0.28 0.70 ± 0.07 0.127 + 0.011

-600 0.77 + 0.18 0.92 + 0.10 0.148 ;t 0.027

10 MHz - 00 1.10 ±t 0.27 0.83 ± 0.16 0.117 -. 0.020

-450 0.99 + 0.19 0.76 -t 0.15 0.124 - 0.030
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Despite the wide variation in the center frequency and the number
of rf cycles in the pulse [which is designated as Danping (DMP) in this report],
the average values of FFR measured in the present work are not much different
from unity for the case of 5 MHz-450 , 10 MHz-00 , and 10 MHz-450 transducers.

The 5 MHz-00 transducers have considerably higher FFR. This may be caused
by the influence 18 of the lateral wall of the side-drilled hole block. Because
of beam spread, indirect reflections take place from the side wall and from
the edge between the side-drilled hole and the lateral boundary [5 MHz-0°

transducers have the widest beam spread among the categories of transducers
investigated in this study. Recall that the beam divergence angle is given
by sin- (0.7 A/D) for -6 dB beam width.] The inter-ference between these
indirectly reflected waves and directly reflected wave from the side-drilled
hole may cause a maximum echo amplitude to occur at a farther distance from
the transducer.18 Note that the 5 MHz-0° transducers have a moderate positive
linear correlation coefficient (0.51, Table E-I-1, Appendix E) between FFR
and BDA. On the contrary, the other categories of transducers have moderate
to low negative linear correlation coefficients between FFR and BDA (Tables E-II-1,
E-III-1, E-IV-1 and E-V-1, Appendix E), which may be expected since the near-
to-far field transition distance is roughly proportional to the inverse of
the beam divergence angle according to the simple theoretical expressions.
Another possible cause for the high FFR of the 5 MHz-00 transducers may be
the uncertainty of the position of the last maximum point in the distance
amplitude curve. This uncertainty is due to the fact that the path lengths
to the side-drilled holes are in discrete increments, and if the true maximum
occurs between these increments then the actual distance to the maximum cannot
be resolved. Since 5 MHz-00 transducers have the smallest value of the nominal
theoretical near-to-far field transition distance among the categories of
transducers investigated, the systematic error is the largest (approximately
0.41) due to the position uncertainty of approximately 3.18 mm (0.125 in.).
in this case. (This could be clarified by increasing the number of side-drilled
holes in the block and spacing them at closer increments.)

The relatively smaller value of FFR for 5 MHz-600 transducers could
be due to the following reason. The cross section (in a plane normal to the
propagation direction) of the 600 angle beam is elliptical (or rectangular
depending on whether the piezoelectric element is circular or square, respectively),
since the beam is contracted upon refraction along the direction parallel
to the plane of refraction. In this case, the near-to-far field transition
distance becomes shorter 15 than that of the circular (or square) radiator.
(Note that the eccentricity of the 450 angle beam is much smaller than that
of the 60o angle beam.)

The average values of BDA measured in the present work are smaller
than the nominal theoretical beam divergence angle. This is consistent with what
is expected for the pulsed radiation 16 . The larger value of BDA for 5 MHz-60 °

transducers also could be expected 15 due to the elliptical (or rectangular)
cross-sectional beam.

The average value of EBW is roughly half the size of the piezoelectric
element which is consistent with theoretical calculations.16

"19
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I
The distribution of the number of transducers of nominally the same

beam angle is shown in Figs. 18 and 19 as a function of beam angle measured on
an aluminum IIW-2 block. Note that transducers designed for a 450 beam angle
in steel will have a 42.40 beam angle in aluminum. Likewise, those with a 600
angle in steel will have a 55.70 angle in aluminum. Approximately 70% of the
5 MHz-600 transducers investigated had beam angles within 20 of the nominal
value. For the other categories of transducers investigated approximately
85% of the transducers had beam angles within 20 of the nominal values.

For the skew angle of the shear wave transducers, approximately
80% of the transducers investigated had a skew angle of 20 or less. It was
not unusual for a transducer whose plastic wedge was noticeably unparallel
to the case of the transducer, to have a relatively large skew angle.

B. Electrical Impedance, Rf-Echo and Frequency Spectrum Parameters

Figure 20 shows two examples of rf-echo and step-less gate signals
displayed on an oscilloscope as well as the corresponding frequency spectra
displayed on a spectrum analyzer. In the figure, a) and b) were obtained
from nominally 5 and 10 MHz transducers, respectively. Damping (DMP) was
determined from the displayed rf-echo on the oscilloscope. Note that DMP
is roughly proportional to the length of the rf-echo which determines the
depth resolution of a transducer.

From the frequency spectra, the respective upper and lower frequen-
cies at which the spectrum amplitude decreases to 50% (-6 dB), 25% (-12 dB),
and 10% (-20 dB) of its maximum amplitude were determined. By using the values
of the upper and lower frequencies at -6 dB, -12 dB, and -20 dB, Center Frequency
(CF), Band Width Ratio (BWR), and Spectrum Symmetry Ratio (SSR) were calculated
as defined in Appendix B. In determining the frequencies at -6 dB, -12 dB,
and -20 dB, the following rules were used: a) the upper and lower values
of the frequencies at -20 dB were taken at the first points away from the
maximum where the spectrum amplitude decreases to 10% of the maximum amplitude,
b) the upper and lower values of frequencies at -6 dB and -12 dB were taken at
the last points away from the maximum, but within the -20 dB frequency range,
where the spectrum amplitude decreases to 50% and 25%, respectively, of the
maximum amplitude.

The values of the rf-echo and frequency spectrum parameters as
well as the electrical impedance of the transducers are listed in Appendix C.

Electrical impedance measured at the nominal frequency of the trans-
ducers ranged from several ohms to a few thousand ohms. Approximately 66%
of the transducers investigated had electrical impedance of less than 100 ohms,

2% larger than 500 ohms, and the rest between 100 and 500 ohms. Impedance
phase angles ranged from minus 900 to plus 900. (The sign of the phase angle

has a close relation with the general shape of the initial excitation pulse
- see Section III-C). Approxi-mately 31% of the transducers investigated
had negative impedance angles, and approximately 31% of the transducers had
impedance phase angles within _t45 0 .

+0
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Figures 21 and 22 show the distributions of the numbers of 5 and
10 MHz transducers, respectively, as a function of center frequency. In thej figure, the frequency axis is subdivided for every 0.25 MHz interval for 5 MHz
transducers and every 0.5 MHz interval for 10 MHz transducers. The height of
each colim represents the number of transducers which have a center frequency
within the corresponding interval for a given category of transducers. AsI illustrated, a wide variation exists in the distribution of the center frequency
for nominally equivalent transducers. The distribution is centered around
a frequency lower than the nominal value (especially for 10 MHz transducers).
Only 33% of the nominally 10 MHz transducers (of both 00 and 450 beam angles)
had a center frequency within 10% of the nominal frequency. About 70% of
the nominal 5 MHz transducers (of 00, 450 and 600 beam angles) had a center
frequency within 10% of the nominal value (for 5 MHz-0 0 transducers, only
40% of those investigated were within 10% of the nominal value). Therefore,
the higher the nominal frequency, the higher the probability for deviation
from the nominal value. These trends in distribution agree with the results
of other works.

2 0'2 1

Similar variations were also seen in the data of other parameters
such as DMP, BWR, etc.

C. Loop Sensitivity, Flaw Response and Signal-to-Noise Ratio Parameters

The values Of loop sensitivity, flaw response ratio and flaw signal-
* to-noise ratios of each transducer evaluated in this project are listed in

Appendix C. As in the case of other characteristic parameters, there exists
* a wide variation in the loop sensitivity, flaw responses, and signal-to-noise

ratios of nominally equivalent transducers.

Before going further into a discussion of the results, it is useful
to examine the variations in the applied initial excitation pulse for different
transducers. Figure 23 shows two different types of initial excitation pulses
comimonly encountered in the measurements throughout which the control settings
of the pulser as well as the connecting cables remained unchanged. With few
exceptions, type (a) is common to transdu, having a negative impedance
phase angle and type (b) is common to transucers having a positive impedance
phase '-'gle measured at the nominal center frequency. The degree of damping
as well as the detailed shape of the initial excitation pulse differs from
one transducer to another. Such variations are caused by the differences
in the electrical characteristics (such as impedance) of each transducer as
well as by the variations in the probe construction2 2 (type of backing or
bonding material, thickness of the bonding layer or electrode, etc.). Since
the ultrasonic waves generated by a transducer are determined by the excitation
pulse, non-uniformity in the initial excitation pulse will undoubtedly have
an adverse effect on achieving uniform performance of transducers (particularly
on the beam characteristics).

In Figs. 24 and 25, the distributions of LSR are shown for 5 and
10 MHz transducers, respectively. LSR is distributed over mre than a 40 dB
range for both 5 and 10 MHz transducers. Straight beam longitudinal transducers
have relatively higher LSR than angle beam shear transducers. This may be due
to the fact that angle beam shear waves generated by the mode conversion of
the longitudinal waves have considerably smaller amplitude than the original
longitudinal wave amplitude.

23
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The distributions of the signal-to-noise ratio of the first returned
echo in the semi-circle block (SNR) are shown in Figs. 26 and 27 for 5 and 10 MHz
transducers, respectively. The distributions cover less than a 30 dB range
and have considerably less spread than LSR. The average values of SNR for
each category of transducers are shown in Table II. On the average, straight
beam longitudinal transducers have approximately 4 dB higher SNR than angle beam
shear transducers. Also, on the average, 10 MHz transducers have approximately
5 dB higher SNR than their 5 MHz counterparts. Note that 10 MHz transducers
have a relatively lower LSR than 5 MHz transducers (Figs. 24 and 25). This
may suggest the lack of any close relationship between the LSR and SNR.

Background noise arises from grain boundary scattering in the material
through which the sound is propagated, as well as from reflections in the wedge
of the transducer and in the coupling or bonding material. Also, the effects
of the different wave modes generated and the side lobes of the sound beam
contribute to background noise. It is generally believed that the higher
the frequency, the greater the background noise, thus the smaller the signal-
to-noise ratio. No such simple trend with frequency exists, however. Depend-
ing on the average grain size of the material, the size of a transducer employed,
the size of a reflector (or discontinuity) in the material, and the distance
between the transducer and the reflector, there exists an optimum frequency
which gives the maximum signal-to-noise ratio.2 4 For the present measurements,
the higher SNR of the 10 MHz transducers may be because they are closer to the
optimum frequency than were the 5 MHz transducers.

As seen in Table II, most of the 5 MHz and 10 MHz-450 transducers
were able to detect the smallest fatigue crack (#1) without difficulty. Most
of the 5 MHz-600 and 10 MHz-00 transducers were not able to detect fatigue
crack #1. The echo from fatigue crack #1 was usually indistinguishable from
the background noise in these cases. Most of 5 MHz-00 transducers were only
able to detect the largest fatigue crack (#3) used in the measurements. The
results show that the fatigue cracks used in this project were indeed able
to push the transducer to its threshold of detectability as was originally
planned. Note that flaw detection in most cases was limited by the background
noise rather than by the electrical noise of the flaw detector (which ultimately
limits the sensitivity of the flaw detector).

Generally, 10 MHz transducers were superior to 5 MHz transducers

in detecting the flaws used in this project. For angle beam 10 MHz shear
transducers, this superiority may be attributed partly to a higher SNR within
the transducer-to-flaw distance of the present measurements and partly to the
higher reflectivity2 3 at the fatigue crack boundary (or gap). In addition
to these two factors, the superiority of 10 MHz longitudinal wave transducers
may also be attributed partly to a higher value of fatigue crack depth-to-wave
length ratio than for the 5 MHz counterparts.

For transducers of the same nominal center frequency, straight beam
longitudinal transducers were found to be considerably inferior to angle beam
shear transducers in detecting surface cracks, despite the fact that the former
had higher SNR than the latter. The difference in the wave length between
the longitudinal and shear waves might contribute to the difference in the
flaw detectability. However, the major reason for longitudinal transducers



44

14-

5MHz - 0'

122
5MHz -45'

U) 10 5MHz -60'

6-

-

35 604 o 56

EN (B



45

o if)
oE

zz

0 in

L11puojj jqn



I
46

TABLE II. AVERAGE VALUES OF SIGNAL TO NOISE RATIO PARAMETERS

SNR FN1 FN2 FN3

5 MHz - 00 53.6-3.73 - 20.1+4.02

- 450 49.5±L3.66 10.613.43 23.8&4.12 40.3±4.30

- 600 49.8±5.56 - 14.4±6.08 33.1+5.54

10 MHz - 00 58.8±t5.56 - 15.1&6.31 39.9&6.17

- 450 54.9-t3.76 18.0t4.44 30.2t4.44 46.7±4.02

All values are in dB.

SNR: Signal-to-noise ratio of the first returned echo in semi-circle block.

FN1: Flaw signal-to-noise ratio in specimen #1 which contained fatigue crack

of approximately 1.27 mm (0.050 in.) long and 0.31 mm (0.012 in.) deep.

FN2: Flaw signal-to-noise ratio in specimen #2 which contained fatigue crack

of approximately 2.54 mm. (0.100 in.) long and 0.64 mm (0.025 in.) deep.

FN3: Flaw signal-to-noise ratio in specimen #3 which contained fatigue crack
of approximately 3.81 mm (0.150 in.) long and 1.91 mm (0.075 in.) deep.
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being inferior is basically due to the way the measurements were made. The

placement of longitudinal transducers as shown in Fig. 10 cannot avoid the

interference 2 5 from the reflected wave off the lateral wall which significantly
reduces the flaw signal.

It was found also that 5 MHz-60 ° shear transducers have about 10 dB
smaller flaw signal-to-noise ratio than 5 MHz-450 shear transducers. This is

caused by the mode conversion of the 600 shear wave beam upon the reflection
at the right-angled corner (formed by the fatigue crack and specimen surface)which results in an amplitude decrease of the reflected echo.23 Since the

fatigue cracks used in the measurements were grown at right-angles to the
surface of the specimen, 5 MHz-60° shear transducers were less effective in
detecting these flaws than 450 transducers. (No mode conversion takes place
for shear waves of 450 incident angle.) This explains why 5 MHz-600 shear
transducers were not able to detect fatigue crack #1.

If other types of flaws had been used in the measurement of flaw
detectability, e.g. side-drilled holes or flat bottomed holes (which have been
frequently used as reference flaws in NDI), the above differences in flaw
detectability among the different categories of transducers would not have
been observed. This is evidenced by the fact that the average values of the

amplitude ratio between the first reflected echo in the semi-circle block
and the echo from the side-drilled hole near the far-field transition (which
is equal to LSR-SDH in dB) are approximately the same for all the categories of
transducers investigated in this project (see Table III). Note that taking the
amplitude ratio between the two echoes is essentially the same as normalizing
the sensitivity of the transducers involved. On the other hand, the amplitude
ratios between the first returned echo in the semi-circle block and the flaw
echo (designated as LFj, where j = 1,2,3 in Table III) show the characteristic
differences between each category of transducers, as in the case of flaw signal-
to-noise ratios (Table II). [If the noise level were the same in both the
semi-circle block and the fatigue crack specimen, LFj would be equal to SNR
- FNj (in dB), where j = 1, 2, 3].

The right-angled corner of the fatigue crack and the surface of the
specimen reflects back an incident beam parallel to itself, thus effectively
acting like a plane reflector oriented perpendicular to the direction of the
sound propagation. When the surface area of the plane reflector is smaller
than the cross section of a sound beam, the amplitude of the reflected echo is

linearly proportional26 to the area of the reflector if the distance between the
reflector and the transducer is greater than the near-to-far field transition
distance of the transducer. The amplitude ratios of the echoes from fatigue
cracks #1, #2, and #3, therefore, are expected to be 12 dB between fatigue
cracks #1 and #2 and 13 dB between fatigue cracks #2 and #3. These values are
readily calculated from the known sizes of these cracks. The average experimen-
tal values of the amplitude ratios between the flaw echoes, obtained from the
flaw response ratio data of all the angle beam shear transducers (Appendix C),
were 14.4 ± 3.8 dB between fatigue cracks #1 and #2 and 14.0 ± 4.4 dB between
fatigue cracks #2 and #3. As anticipated, experimental values and calculated
values show good agreement.
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TABLE III. AVERAGE AMPLITUDE RATIOS BETWEEN THE REFLECTED ECHOES

LF1 LF2 LF3 LS

5 MHz - 0 0 - - 26.5&4.78 27.918.49

- 450 38.4+t2.67 23.3:4.48 9.91±3.44 29.1&3.44

- 600 - 33.514.86 15.0712.94 27.4&4.31

10 MHz - 00 - 37.5±7.81 14.097.70 27.7±7.64

- 450 32.6t5.85 19.716.29 8.16±4.49 31.8t6.54

All values are in dB.

LFj: Amplitude ratio between the first returned echo in the semi-circle block
and the echo off the fatigue crack #j, where j = 1, 2, and 3. (This is
equal to LSR-FRj in dB.)

LS: Amplitude ratio between the first returned echo in the semi-circle block
and the echo from a side drilled hole. (This is equal to LSR-SDH in dB.)
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Roughness of the surface of the reflector affects the resultant
amplitude as well as the signal-to-noise ratio of the echo signal. It has

been reported2 that if the surface irregularities of the reflector are less
than one-third of the sound wave length, then the surface can be considered
smooth and mirror-like reflection of the wave can be assumed. The surfaces
of the fatigue cracks used in this project were regarded as smooth based upon

the surface of the fractured fatigue crack (Figure D-1 in Appendix D).

It has been shown that the measured amplitude ratios between the
echoes from different size discontinuities agree well with theory when averaged
over all the transducers investigated. Also, the characteristic differences
between each category of transducers in flaw responses or in flaw signal-to-
noise ratios have been shown to be consistent with the theoretically expected
behavior. However, the performance of each individual transducer in a given
category varies significantly from the average. It was not unusual to find
a transducer whose performance is far from that normally expected.
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I
IV. CORRELATION ANALYSIS

A. Linear Correlation-Background

In this section, a brief discussion of the theoretical background
I for linear correlation of two parameters is presented.

Consider n number of samples for the two parameters X and Y which are
(X1 , Y1 ), (X2 , Y2). .. ..... , and (Xn, Yn). The linear correlation coefficient
R between the two parameters is defined by

2 2 1/2

1 i 1

where E is the summation over i = I to n, and xi and Yi represent the deviations1

of the ith sample (Xi , Yi) from the sample mean of the two parameters (X, Y), i.e.

x i = Xi - X, where X = EXi/n, and
i

Yi = Yi - Y, where Y = EYi/n. (2)

The linear correlation coefficient R varies between -1 and +1 depending
on the closeness of the relationship between the samples. Positive values of R
indicate a tendency to have linear relationship with positive slope. Conversely,
negative values of R indicate a tendency to have a linear relationship with

a negative slope. When IRI = 1, the two parameters are said to be perfectly
related. In this case, any change in one parameter is always accompanied by
a proportional change in the other. When R = 0, two parameters are said to
be unrelated. In this case, two parameters vary randomly.

Figures 28-30 shows examples of scatter diagrams of two parameters
with a range of linear correlation coefficients. In these figures, the actual
data obtained in this project (Appendix C) are used. It can be seen that
the higher IRI, the smaller the degree of scatter from the lines drawn in
the figure. The two lines in each diagram represent a least square fit of
the linear relationship between the two parameters. One of the lines (indicated
by A) is obtained by assuming the parameter on the Y axis is dependent on
the parameter on the X axis, and the other line (indicated by B) by assuming
the parameter on the X axis is dependent on the parameter on the Y axis.

Equation (1) can be rewritten as:

[(;xiyi)2 /(xi z Yi
2 ) ]

i i i

= M(x~yi/Ex1 )0ExiyiA/i H1 1

i 1 i i
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(b b )1/( 3 )
(xy yx

where b /ELx yY 1  and

xy Xy

parameter X is a function of parameter Y. Similarly, by is the slope of the
least square fitted line obtained by assuming parameter Y is a function of
parameter X. In statistics, this slope is usually called the linear regression
coefficient. Therefore, equation (3) states that the correlation coefficient, R,

is the geometric mean of the slope of the two least square fitted lines.

It is a well known fact that the linear correlation coefficient is
significantly affected by sampling. Table IV shows the confidence limits on a

true correlation coefficient (which is not presently known, of course) for
the correlation coefficient R determined from thirty-two samples. The 95%
confidence limit means that there is 95% probability that the true correlation
coefficient lies within the limits given when samples drawn from a normally
distributed (Gaussian) population have a measured correlation coefficient of
value R. In the table, the correlation is considered high if IRI is larger
than 0.7, moderate if JR1 is larger than 0.4 and smaller than 0.7, and low
if JRI is smaller than 0.4. The above criteria of high or low correlations
will be adopted in the following section.

Table V shows the probability of two parameters being randomly corre-
lated (i.e. zero true correlation coefficient) when the correlation coefficient
determined from thirty-two samples has a value of R. This table indicates that
it R is larger than 0.6, the likelihood that the true correlation coefficient is
zero is less than 0.03% for a sample size of 32.

Detailed theory on the correlation analysis, as well as the derivation
of confidence limits and probabilities, may be found in the references.27 -3 0

B. Results and Discussion

The linear correlation analysis between pairs of transducer parameters
was carried out using equation (1) and the data shown in Appendix C. The linear
correlation coefficients between every pair of parameters were calculated using
a computer (Tektronix 4052). This correlation analysis was performed for each
category of transducers and the results are shown in Appendix E. To reduce
any confusion in reporting the large number of parameters investigated, the
correlations of transducer characteristic parameters are divided into three
parts in Appendix E. First, correlations among the beam, electrical impedaince,
rf-echo and frequency spectrum parameters; second, correlations between the
above mentioned parameters and the loop sensitivity, flaw responses and signal-
to-noise ratios; and third, correlations among the loop sensitivity, flaw
responses and signal-to-noise ratios. Accordingly, each table in Appendix E
is divided into three parts, e.g. Table E-I-1, E-I-2, and E-I-3, etc.
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TABLE IV. CONFIDENCE LIMITS OF LINEAR CORRELATION
COEFFICIENT R FOR THIRTY-TWO SAMPLES

Experimental 99% Confidence 95% Confidence
Correlation Limit Limit

Coefficient R Lower Bound Upper Bound Lower Bound Upper Bound

0.1 -0.36 0.52 -0.26 0.43

0.2 -0.27 0.59 -0.16 0.51

0.3 -0.17 0.66 -0.05 0.59

0.4 -0.05 0.72 0.06 0.66

0.5 0.07 0.77 0.18 0.72

0.6 0.21 0.82 0.32 0.78

0.7 0.37 0.87 0.46 0.84

0.8 0.55 0.92 0.63 0.90

0.9 0.76 0.96 0.80 0.95

-ii
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TABLE V. PROBABILITY OF RANDOM CORRELATION FOR THIRTY-TWO
SAMPLES WITH AN EXPERIMENTAL CORRELATION COEFFICIENT

OF VALUE R

Absolute Value of
Experimental Correlation Probability of

Coefficient R Random Correlation M%

0 100.0

0.05 79.0

0.10 58.6

0.15 41.3

0.20 27.2

0.25 16.8

0.30 9.5

0.35 5.0

0.40 2.3

0.45 1.0

0.50 0.36

0.55 0.11

0.60 0.03

0.65 0.006

>0.70 <0.0008



I
57

1. Correlation Among Beam, Electrical Impedance, Rf-Echo, and
Frequency Spectrum Characteristic Parameters.

The inter-relationship between pairs of parameters should be
universal for all categories of transducers. This is because there is no theo-
retical basis for expecting that one category of transducers should behave
differently from another. Therefore, the linear correlation coefficients
of the five categories of transducers were averaged and the results are shown
in Table E-VI in Appendix E.

As expected, there is a very high correlation between Peak
Frequency (PF) and Center Frequency (CF). Also, there is a high correlation
between Band Width Ratio (BWR) and Damping (DMP). Since the spectral band
width ratio is inversely proportional to the number of rf cycles in the wave

train,3 1 a high negative linear correlation coefficient might be expected
in this case. (In fact, the data fit better to the inverse function rather than
to the linear function of negative slope, see Fig. 30-b.) Moderate correlations
were found between CF (or PF) and BWR, and between CF (or PF) and DMP. These
correlations reflect the trend that the higher the center (or peak) frequency,
the larger the number of rf cycles in the pulse and thus the narrower the
spectral band width. A moderate correlation was also found between Beam Divergence
Angle (BDA) and Experimental Beam Width (EBW). Since beam width is directly
related to the beam divergence angle, this correlation also is expected.

Except for the foregoing cases, the linear correlations are
found to be low among the beam, electrical impedance, rf-echo and frequency
spectrum parameters. Since beam angle, skew angle, or frequency of a transducer
are independent of each other, no correlations between pairs of these parameters
are anticipated. This was confirmed by the e;-perimental results. (If any
moderate correlation coefficients had been found between these parameters,
one would have wondered about the appropriateness of the sampling as well as
the measurements of the present work. Refer to Table V for the probability
of random correlation).

Because of the well known theoretical relations between frequency
and the near-to-far field transition distance, and between frequency and beam
divergence\angle, one may expect to see high correlations between CF and Far
Field Ratio (FFR) and between CF and BDA. However, these well known relations
are based on the idealized piston sound source which generates a continuous
monochromatic sound wave. As previously discussed (Section II-B), there exists
no simple relation between these parameters for a pulse generated sound wave.
Furthermore, variations in the initial excitation pulse, in the effective
area of the transducer, in the spectrum band width, etc. also influence the
beam characteristics. Therefore, it is not surprising that this simple linear
correlation analysis failed to show high correlations between CF and FFR or
between CF and BDA.

The results of the present correlation analysis for the group
of parameters discussed in this section do not agree with those of Phase I.
This may be due to the small sample size used in Phase I. The low average
correlations between Spectrum Inflection Ratio (SIR) and Spectrum Symmetry
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Ratio (SSR), or between Beam Inflection Ratio (BIR) and Beam Symmetry Ratio (BSR)
indicate that the inflection ratios and the spectrum symmetry ratios have

little in common. One might think that inflection points imply asymmetry,
but asymmetry can occur with or without inflection points. It is therefore
felt that SIR and SSR, or BIP and BSR leave much to be desired in describing
the spectrum distribution or beam profile. The area under the envelope of
the spectrum distribution or beam profile may serve better in describing these

characteristics.

2. Correlation Among Sensitivity, Flaw Responses and Signal-to-

Noise Ratios

A very high correlation exists among the sensitivity parameters
(i.e. LSR, SDH, FRI, FR2, and FR3) as seen in Tables E-I-3, E-II-3, etc. in

Appendix E. This is consistent with the results obtained in Phase I. Also,
a high correlation exists among the signal-to-noise ratio parameters (i.e.

SNR, FN1, FN2, and FN3). The linear correlation coefficients averaged over

all the categories of transducers investigated are, respectively,

0.870 (+0.007) among the sensitivity parameters, and

0.696 (+0.133) among the signal-to-noise ratio parameters,

where the numbers in parentheses are standard deviations.

A moderate correlation was found between the sensitivity and

the signal-to-noise ratio parameters. The average linear correlation coefficient

between the two groups of parameters is 0.407 (±0.316), where the number in
parenthesis is the standard deviation.

As discussed in Section II-D, a fixed relationship exists

between the amplitudes of the echoes from given reflectors of known size,
orientation and location. (In Section II-D, only the relation between the

echoes from the fatigue cracks was mentioned. Similar relations exist among

the echoes from the side-drilled holes, back surface, etc. These relationships

are usually described in terms of a DGS diagram.3 ' 18 ' 2 6 ) Hence, a high correla-

tion is expected to exist among the sensitivity parameters. The same is true
for the case of signal-to-noise ratio parameters provided the background noise

level remains fixed in all the specimens. Since the background level varied

somewhat in the specimens used in this project, the correlation coefficient

among the signal-to-noise ratio parameters was smaller than that among the

sensitivity parameters.

It is interesting to note that even with the thirty-two samples of
highly correlated parameters there exists a finite probability of experimentally
obtaining a low correlation coefficient. One good example is the low correlation
coefficient between SNR and FN2 for 5 MHz-450 transducers (0.36, Table E-II-3
in Appendix E), while there is a high average linear correlation coefficient
(0.696) among all the signal-to-noise ratio parameters.

The very high linear correlation among sensitivity parameters
indicates that the response from a known flaw could be predicted by measuring

.. ..I --' l l I r I ' ] ....ia ..."
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the response from a back surface or a corner of the material being inspected.

Equivalently, the minimum detectable size of a flaw could be estimated from
the signal-to-noise ratio of the echo reflected from a back surface or a corner
of the material under inspection.

The moderate correlation between pairs of the sensitivity
parameters and the signal-to-noise ratios reflect the following experimental
facts: a) a high sensitivity does not enhance the signal-to-noise ratio if
the background noise level is higher than the electrical noise level of the
system, but b) a low sensitivity does decrease the apparent signal-to-noise
ratio because the electrical noise would then limit the flaw detection (in

this case the background noise level is lower than the electrical noise of
the system). As long as the sensitivity of the system is adequate, such that
the flaw detection is not limited by the electrical noise, the sensitivity
does not play a major role in detecting flaws.

Recall that flaw responses (as well as signal-to-noise ratio
parameters) were calculated from the gain setting and the video output voltage

of the signal of the Reflectoscope® receiver. Therefore, the flaw responses
were affected by the characteristic frequency response of the receiver employed.

The high correlation between loop sensitivity [which was measured at the receiver
input (Fig. 9)] and flaw responses indicates that the characteristic frequency
response of the Reflectoscope® receiver did not significantly influence the
flaw response measurements.

3. Correlation Between Beam, Electrical Impedance, Rf-Echo and
Frequency Spectrum Parameters and Loop Sensitivity, Flaw Responses
and Signal-to-Noise Ratios.

The correlation between these two groups of parameters are

shown in Tables E-I-2, E-II-2, etc. in Appendix E. Except for a moderate
correlation between IPA and sensitivity parameters, no definitive trends in
the correlations can be seen among the different categories of transducers.

For example, 5 MHz-00 transducers show moderately high, negative correlations
between CF and sensitivity parameters; 10 MHz-00 transducers show moderately
high, positive correlations; while all the shear transducers show low correla-

tions. Between EBA and sensitivity parameters, 5 and 10 MHz-450 transducers show

moderately high correlations while the rest of the transducer categories show
low correlations.

The correlations averaged over all the categories investigated

between beam, electrical impedance, rf-echo and frequency spectrum parameters
and sensitivity and signal-to-noise parameters are shown in Table E-VII in
Appendix E. The moderate correlation between IPA and sensitivity parameters
may be due to the trend between the impedance phase angle and the shape of
the initial excitation pulse as described in Section II-D.

It was shown in Table II that the average flaw signal-to-noise
ratios have distinct differences among the different categories of transducers
depending on the nominal frequency and beam angle. Therefore, one might expect

a high linear correlation between the flaw signal-to-noise ratio parameters
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and CF and EBA parameters, The low correlation between flaw signal-to-nois e

ratio parameters and CF and EBA parameters obtained in this project seems

ratios on the nominal frequency and beam angle.

Frthe case of 450 shear wave transducers, substantial depar-
ture from the normal angle (up to _+100) would not be expected to influence
the response from the fatigue cracks (no mode conversion takes place within the

above mentioned angle range).2 For the case of 600 shear wave transducers, the
dependence on the beam angle appears as a moderate negative correlation (Table
E-III-2 in Appendix E) between EBA and flaw signal-to-noise ratio parameters
(FN2 and FN3). (The relation between mode conversion and beam angle is, however,
not linear).2 1 Note that the lower the beam angle (i.e. the higher the deviation
from the nominal angle), the smaller the effect of mode conversion (i.e. the
higher the flaw signal-to-noise ratio) for the case of 600 shear transducers.

For the case of 450 shear transducers, the difference between '
5 and 10 MHz transducers for average flaw signal-to-noise ratios was only approxi-
mately 6 dB which is comparable to the standard deviation of the measurements.
Therefore, even with the wide variation in CF (especially for nominal 10 MHz
transducers), CF and flaw signal-to-noise ratio show low correlation.

For the case of 00 longitudinal transducers, the difference
between 5 and 10 MHz transducers for average flaw signal-to-noise ratio was
substantial (approximately 20 dB). Therefore, 10 MHz transducers which showed
the widest variation in CF (Fig. 18-2) have a moderately high correlation
between CF and flaw signal-to-noise ratios. For 5 MHz transducers, however,
low correlation was obtained between CF and flaw signal-to-noise ratio which
might be due to insufficient variation in CF or due to inadequate sampling.
It was shown in Table III that the average amplitude ratios between the first
returned echo in the semi-circle block and the echo from a side-drilled hole
for 5 and 9 Mjiz-00 transducers are almost identical. This indicates that if
other flaws (such as a side-drilled hole or a flat-bottomed hole) had been used,
low correlation would have been observed between CF and flaw signal-to-noise
ratios for 10 Mklz-00 transducers as for the case of angle shear transducers.
Therefore, it is apparent that substantial departure from the nominal frequency
does not significantly affect flaw detectability.

As meo'tioned previously, the depth and angular resolution of
a transducer are determined by the pulse length (which is roughly proportional
to DMP) and the angle of beam divergence, respectively. The low correlation
between parameters of DMP and BDA and parameters of sensitivity and signal-
to-noise ratio indicates that flaw responses (or flaw signal-to-noise ratios)
and resolution are independent of each other, as one would expect.

Thus far, only results of a linear correlation analysis have
been discussed. Some of the parameters considered in this study, however,
could be interrelated in a more complicated functional form, and these relationships
would not be evident from the linear correlation analysis performed in this
project. Further study would be required to determine if any more complicated
relationships exist.



V. CONCLUSIONS AND RECOMM4ENDATIONS

A. Conclusions

1. Conclusions on Experimental Findings

1rwn As a result of this study, the following conclusions may be

a) There exists a wide variation in characteristic parameters

for individual ultrasonic transducers having the same name-plate size, frequency

and angle.

b) Despite the wide variation in performance of individual
transducers, the average relationship between the loop sensitivity and the
f law responses for all transducers evaluated agrees well with the theory.

c) It has been shown that the beam characteristics of contacting
transducers can be specified in terms of the response from a side-drilled hole.

d) Because of the energy loss due to the mozde conversion
upon reflection from the right angled corner, 5 MHz-600 transducers are generally
less effective than 5 MHz-450 transducers in detecting a fatigue crack grown
normal to the surface. Therefore, unless the beam angle is critical, the use
of a 450 beam is preferable for inspection purposes.

e) As expected, straight beam (zero degree) longitudinal
transducers have significantly poorer performance in detecting small surface
faticrie cracks due to the interference effects from the lateral wall.

f) High correlation exists between the loop sensitivity
and the flaw responses, between the signal-to-noise ratio of the echo in the
reference block and the flaw signal-to-noise ratio, between the spectrum band
width and the number of rf cycles in the pulse, and between the peak frequency
and the center frequency.

g) Moderate correlation was found between the center frequency
(or peak frequency) and the spectrum band width (or the number of rf cycles in
the pulse), between the beam divergence angle and the beam width, and between
the sensitivity parameters (loop sensitivity or flaw responses) and the signal-
to-noise ratios.

h) Except for the above mentioned pairs of parameters, low
correlation was found between the other pairs of parameters.

2. Preliminary Specifications for Ultrasonic Transducer Performance
Parameters

From the results of the correlation analysis, it was concluded
that SNR, LSR, BDA, and DMP are primary performance parameters which should be
controlled to assure the good transducer flaw detectability. The reasons for
selecting these as primary performance parameters are as follows:
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a) SNR - This parameter has a high correlation with flaw signal-to-noise
ratio and is a measure of the transducer flaw detectability.

b) LSR - The LSR measurement determines if the overall system has ade-
quate sensitivity.

c) BDA - This parameter is a measure of the transducer angular resolution.

d) DMP - A close relationship exists between DMP and pulse length which
is a measure of the transducer depth resolution.

In Appendix F, preliminary test methods and specifications
(acceptance limits) for a total of ten ultrasonic transducer performance param-
eters are described. Besides the four above mentioned parameters, Dead Zone,
Overall Appearance, Beam Exit Point, Beam Angle, Skew Angle and Center Frequency
are included in this document. (In this specification, Pulse Length is chosen
instead of DMP which is the number of rf cycles in the pulse length.) Underlying
reasons for including these additional parameters in the specification are
as follows:

a) Dead Zone - This determines the detectability of a small flaw located
near the probe.

b) Overall Appearance - An uneven face of the transducer, for example,
will cause unnecessary complications 32 due to non-uniform coupling
to the material or part being inspected.

c) Beam Exit Point, Beam Angle, and Skew Angle - These parameters
generally had a low correlation with flaw detectability; however,
they are important for determining flaw location or propagation
direction of the sound beam. Controlling these parameters will
insure uniformity of test results and reduce unnecessary complications
in the measurement procedure and data anlysis.

d) Center Frequency - It was shown in this project that a substantial
deviation from the nominal center frequency does not significantly
affect flaw detectability. However, controlling the center frequency

to the nameplate value would reduce unnecessary variations and
thus enhance uniformity of test results.

Except for Dead Zone, these additional parameters are for
transducer quality control to improve the uniformity of test results. It is
noted that in selecting the above parameters and in deve-oping the preliminary
document in Appendix F, reference was also made to other existing standards or
handbooks on the subject matter (see references in Appendix F).

Electrical impedance (both magnitude and phase angle) of the trans-
ducer affects the sensitivity of the system as well as the shape of the initial
excitation pulse. As described in Section III-C, a variety of the initial
excitation pulse shapes was observed with the same pulser and receiver. This
variation can be attributed partly to the variation in the electrical impedance
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of each transducer. Since the characteristics of a sound beam generated by
a given transducer are primarily determined by the shape of the initial excitationI pulse, specification of the shape of the initial excitation pulse may be essential
to achieve uniform testing results. In this connection, specification of
the electrical impedance (both magnitude and phase angle) of a transducer

may also be important. This parameter is not included in the proposed preliminary
specification (Appendix F), however, since its relationship to transducer
performance has not been well defined and thus it is difficult to assign acceptance
limits.

Bi. Recommendations

It was pointed out that the initial excitation pulse shape varies
for different transducers even when the same pulser and receiver are employed.
This is associated with transducer electrical impedance and the interaction
between the pulser/receiver and transducer. This variation in the initial
excitation pulse shape adversely affects the uniform performance of transducers.
Further study is therefore necessary to understand transducer impedance effects,
the interaction between the transducer and the detection system (pulser and re-
ceiver), as well as the effect of the initial excitation pulse on the performance
of the transducer.

It has been shown in this study that the beam characteristics of
the contacting transducers can be specified in terms of the responses from
the side-drilled hole reflectors. However, there is a lack of the theoretical
understanding of the expected response from a cylindrical reflector for the
continuous or pulsed sound generations. Also lacking is a theoretical and
experimental investigation of the beam characteristics of the angle beam shear
waves generated by the mode conversion of the longitudinal waves. Such theoret-
ical and experimental investigations will be needed for the better understanding
of the fundamentals of the wave propagations and interactions of the procedures
most widely utilized in practical NDI.

Several of the parameters considered in this project could have been
interrelated in a more complicated manner which would not have been evident from
the simple linear correlation analysis conducted in this study. Multi-parameter
analysis may be necessary and should be subject of further investigation.
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APPENDIX A

LIST OF PARTICIPATING AIR FORCE BASES
(In Arbitrary Order)

1. Donnelly Field AL (ANG)

2. Charleston AFB SC (MAC)

3. McGuire AFB NJ (MAC)

4. Tyndall AFB FL (AFSC)

5. Kelly AFB TX (AFLC, ANG, AFRS)

6. Randolph AFB TX (ATC)

7. Grissom AFB IN (SAC)

8. K. I. Sawyer AFB MI (SAC)

9. Wurtsmith AFB MI (SAC)

10. Andersen AB Guam (PACAF)

11. Altus AFB OK (MAC)

12. Kadena AB Okinawa (PACAF)

13. Dover AFB DL (MAC)

14. Cannon AFB NM (TAC)

15. Myrtle Beach AFB SC (TAC)

16. Hollman AFB NM (TAC)

17. Travis AFB CA (MAC)

18. Pope AFB SC (MAC)

19. Tinker AFB OK (AFLC)

20. Norton AFB CA (MAC)

21. McChord AFB WN (MAC)

22. Luke AFB AZ (TAC)

23. Eglin AFB FL (AFCS)

24. Kirtland AFT NM (TAC)

25. Williams AFB AZ (ATC)

26. McConnell AFB KS (SAC)

27. Nellis AFB NV (TAC)

28. Howard AFB Canal Zone (TAC)

29. Dyess AFB TX (SAC)

30. Ellington AFB TX (ANG)

31. Offutt AFB NE (SAC)

32. Will Rogers Field OK (ANG)
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I APPENDIX A (Cont'd)

33. Boise IAP ID (ANG)

34. Cheyenne RAP (ANG)

35. Burlington AP (ANG)

40. Minot AFT ND (SAC)

41. Laughlin AFB TX (ATC)
42. March AFB CA (SAC)

43. Maxwell AFB AL (ATC)

44. Garden City AP GA (ANG)

45. Lincoln AP NE (ANG)

46. Terre Haute AP IN (ANG)

47. Bergstrom AFB TX (TAC)
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APPENDIX B

Ii DEFINITION OF ULTRASONIC TRANSDUCER PERFORMANCE PARAMETERS

1) Electrical Impedance, RF-echo and Frequency Spectrum Parameters,

a) Electrical Impedance (IMP); magnitude of the electrical impedance
of the transducer at its nominal center frequency,

b) Impedance Phase Angle (IPA); phase angle of the electrical impedance
of the transducer at its nominal center frequency,

c) Damping (DMP); number of rf cycles within the time interval when
the amplitude of the echo is greater than approximately 10% of its
maximum amplitude (page 109),

d) Peak Frequency (PF); frequency at which the spectrum amplitude of
the rf-echo is maximum (Fig. B-i-a),

e) Center Frequency (CF); .he average of the frequencies (upper and
lower) at which the spectrum amplitude is half of maximum value
(-6 dB), i.e.

CF = (F + F )/2

where F£ and Fu are respectively the lower and upper -6 dB frequencies
(Fig. B-l-a).

f) Band Width Ratio (BWR); a measure of the width of the spectrum of
the rf-echo defined as BWR = (Fu - Fz)/CF.

g) Spectrum Symmetry Ratio (SSR); a measure of the symmetry of the
spectrum with respect to CF defined as*

SSR = (4CF - F1 - F2 - F3 - F4 ) / (2 (Fu - F£))

where F, F2, F3, and F4 are, respectively, the lower and upper
frequencies at -12 dB and -20 dB points of the spectrum with respect
to maximum amplitude (Fig. B-i-a). Note that SSR is zero when the
spectrum is symmetric with respect to CF.

h) Spectrum Inflection Ratio (SIR); defined 1s

SIR = P /Pm

inm

where Pin is the lowest inflection amplitude among the inflection
points within the frequency range between F3 and F4, and Pm is the
maximum spectrum amplitude (Fig. B-l-b). When there is no inflection
point, SIR is taken as one.

*V. D. Smith, C. M. Teller, and R. K. Swanson, Final Report, Contract No.
F41608-77-C-1381, SwRI Project No. 15-5024, June, 1978.
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2) Beam Characteristic Parameters

a) Far Field Ratio (FFR); the. ratio between the experimentally determined
near-to-far field transition distance and the theoretical value
given by (D2 - X2 ) / (4) for a monochromatic and continuous sound
wave generated by an ideal piston radiator of diameter D, where
is the wave length of the sound at the nominal center frequency.

b) Experimental Beam Angle (EBA); experimentally determined angle of
the beam with respect to the normal to the contacting surface.

c) Beam Divergence Angle (BDA); defined as

BDA = tan- 1 (BW/2R)/sin-1 (0.7 X/D)

where BW is the measured beam width between -6 dB amplitude points,
R is the distance from the transducer to the point where beam width
is measured, and sin- (0.7 X/D) is the theoretical beam divergence
angle for the -6 dB beam width for a monochromatic and continuous
sound wave generated by an ideal piston radiator of diameter D.

d) Beam Symmetry Ratio (BSR); defined in the same way as SSR using
"beam profile" instead of "spectrum".

e) Beam Inflection Ratio (BIR); defined in the same way as SIR using
the "beam profile" instead of "spectrum",

f) Experimental Beam Width (EBW); the width of the beam between -6 dB

amplitude points.

g) Skew Angle (SA); an angle of beam misalignment with respect to the
probe axis (page 105). This paramater applies only to angle beam
transducers.

3) Sensitivity and Signal-to-Noise Ratio Parameters

a) Loop Sensitivity Ratio (LSR); defined as the logarithmic ratio between
the initial excitation pulse peak-to-peak amplitude (Ai, in volts)
and the amplitude of the first returned echo (Ae, in volts) using
a semi-circle test block (page 14),i.e.,

LSR = 20 log10 (Ae/Ai)

b) Side Drilled Hole Response (SDH); detined as

SDH = 20 logj0 (AsDH/Ai)

where ASDH is the side-drilled hole echo amplitude.
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C) Flaw Response Ratio (FRI, FR2, FR3); defined as

FRI = 20 log (AF1/Ai), etc.A

where AF1 is the echo amplitude from the fatigue crack #1, etc.
(see page 19).

d) Signal-to-Noise Ratio (SNR); the logarithmic ratio between the noise
amplitude and the first returned echo amplitude (Ae) using the semi-
circle test block.

e) Flaw Signal-to-Noise Ratio (FN1, FN2g FN3); defined as the logarithmic
ratio between the noise amplitude and the echo amplitude from the
fatigue cracks #1, #2, and #3 (see page 19).
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IAPPENDIX C

TABLES OF DATA OBTAINED FOR ULTRASONIC TRANSDUCER

PERFORMANCE PARAMETERS

TABLE C-I . ... FOR 5 MHz - 00 TRANSDUCERS

TABLE C-II . ... FOR 5 MHz - 450 TRANSDUCERS

TABLE C-III . ... FOR 5 MHz - 600 TRANSDUCERS

TABLE C-IV . ... FOR 10 MHz - 00 TRANSDUCERS

TABLE C-V . . . FOR 10 MHz - 450 TRANSDUCERS

*In the tables, PF and CF are in MHz; IMP, in ohms; IPA, EPA, and SA, in degrees;

EBW, in inches; LSRr SDH, FRIA FR2, FR3, SNR, FN1, FN2, and FN3. in decibels

(dB); and the rest of the parameters have no dimensions.

I
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APPENDIX D

PREPARATION OF FATIGUE CRACK SPECIMENS

The fatigue crack specimens used in this study were made of 7075-T651
aluminum alloy. The fatigue cracks were grown normal to the specimen surface
from EDM (Electric Discharge Machined) starter notches of approximately 0.81 mm
(0.032 in.) long, 0.30 mm (0.012 in.) wide, and 0.41 mm (0.016 in.) deep.
The specimens were cycled in fatigue until a crack propagated to approximately
0.25 mm (0.010 in.) long on both sides of the starter notches. The starter
notches were then machined off leaving the primary fatigue cracks which had
surface length to depth ratio of approximately 4 to 1. Fatigue cycling was
continued on the primary fatigue cracks until they grew to the desired surface
lengths.

To observe the crack growth patterns, one of the specimens was grown
to a surface length of 3.81 mm (0.15 in.) with overloading marks at every
1.27 mm (0.05 in.) surface length. This specimen was subsequently fractured.
The internal configuration of the crack is shown in Fig. D-1. From this specimen,
it was observed that fatigue cracks of surface length up to 2.54 mm (0.1 in.)
had surface length to depth ratios of 4 to 1 and the fatigue crack of surface
length 3.81 mm (0.15 in.) had a surface length to depth ratio of 3 to 2.
The three fatigue crack specimens used in this study had surface lengths of
1.27 mm (0.05 in.), 2.54 mm (0.10 in.) and 3.81 mm (0.15 in.), respectively.
According to tie fatigue crack growth pattern observed on the fractured specimen,
the depth of the crack was estimated to be 1/4 of the surface length for cracks

of surface length up to 2.54 mm (0.10 in.). Also, the depth of the 3.81 mm
(0.15 man) surface length would be estimated to be 2/3 of the surface length. In
Sections II-D and III-C of the text, however, the depth of the 3.81 mm (0.15 mm)

surface length was taken to be 1/2 of the surface length assuming it was grown I
in half-penny shape.* Even if the depth were estimated to be 2/3 of the surface
length (which would increase the theoretical echo amplitude by 3.5 dB from
that for the case of 2 to 1 surface length to depth ratio), the conclusions
drawn in Section Ill-C would still be the same.

In Fig. D-2, crack surface lengths were plotted as a function of
stress cycles obtained during the growth of the three fatigue cracks used in
this study. The numbers between the data points indicate the stress amplitude

(in kpsi units, 1 kpsi = .9 07dyne/cm2) applied during the cycling.

*J. R. Birchak and C. G. Gardner, Final Report, Cont. No. F41608-73-D-6739,

SwRI Project 15-3711-003, Jan. (1975).
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APPENDIX E

TABLES OF LINEAR CORRELATION COEFFICIENTS

TABLE E-I . .. FOR 5 MHz - 00 TRANSDUCERS

TABLE E-II . .. FOR 5 MHz - 450 TRANSDUCERS

TABLE E-III . .. FOR 5 MHz - 608 TRANSDUCERS

TABLE E-IV . . . FOR 10 MHz - 00 TRANSDUCERS

TABLE E-V .... FOR 10 MHz - 450 TRANSDUCERS

TABLE E-VI .... AVERAGE LINEAR CORRELATION COEFFICIENTS

AMONG BEAM, ELECTRICAL IMPEDANCE,

RF-ECHO, AND FREQUENCY SPECTRUM
PARAMETERS

TABLE E-VII .... AVERAGE LINEAR CORRELATION COEFFICIENTS
BETWEEN BEAM, ELECTRICAL IMPEDANCE,

RF-ECHO, AND FREQUENCY SPECTRUM
PARAMETERS AND SENSITIVITY AND
SIGNAL-TO-NOISE RATIO PARAMETERS

*Each table from Table E-I to Table E-V is divided

into three parts:

1 is for correlation coefficients among beam,
electrical impedance, rf-echo, and frequency
spectrum parameters;

2 is for correlation coefficients between beam,
electrical impedance, rf-echo, and frequency
spectrum parameters and sensitivity and signal-
to-noise ratio parameters;

3 is for correlation coefficients among sensitivity
and signal-to-noise ratio parameters.
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I
APPENDIX F

PRELIMINARY TEST METHODS AND SPECIFICATIONS (ACCEPTANCE LIMITS)
FOR ULTRASONIC TRANSDUCER PERFORMANCE PARAMETERS

1. Scope

These test methods and specifications provide practical guidance for
evaluating ultrasonic transducer parameters which are important in determining
overall quality and performance of transducers. Unless otherwise statedA
they apply to both angle beam probes (usually shear wave) and straight beam
probes (usually longitudinal wave) used in contact with surfaces which are
essentially flat. (Thus, these test methods and specifications are not for
focused probes). The specifications are primarily intended for procurement
of ultrasonic transducers in the 5 and 10 MHz range having piezoelectric elements
of 6.35 mm (equivalently 0.25 in.) diameter (or similar area) routinely used
in Air Force Nondestructive Inspection (NDI). A glossary of terms used in
the specifications is included.

2. References

Technical Manual T.O. 33B-1-1A "Nondestructive Inspection Method"A (1979).

ASTM E-31 7 , "Standard Recommended Practice for Evaluating Performance
Characteristics of Ultrasonic Pulse-Echo Testing Systems Without
the Use of Electronic Measurement Instruments"A (1979).

Battelle Northwest Specifications 705-7, "Equipment Specification for
Portable Pulse-Echo Ultrasonic NDE Equipment"A (1980).

British Standards (BS):

BS 2704, "Calibration Blocks for Use in Ultrasonic Flaw Detection",
(1978).

BS 3683,, "Glossary of Terms Used in Nondestructive Testing"

Part 4, "Ultrasonic Flaw Detection", (1965)

BS 4 3 3 1 o "Methods for Assessing the Performance Characteristics
of Ultrasonic Flaw Detection Equipment"

Part 1 , "Overall Performance: On-Site Methods"A (1978)

Part 2
A "Electrical Peformance", (1972).

Part 3 , "Guidance on the In-Service Monitoring of Probes (Excluding
Immersion Probes)", (1974).

International Institute of Welding, "Handbook on the Ultrasonic Examination
of Welds", (1977).
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Final Report on SwRI Project 15-5468 (Contract No. F41608-78-C-1823)g
"Ultrasonic Transducer Performance Requirements - Phase II"g (1981).

3. Transducer Quality and Performance Parameters

Overall Appearance
Beam Exit Point (or Index Point)
Beam Angle
Skew Angle (or Beam Alignment)
Beam Divergence Angle
Center Frequency
Pulse Envelope and Pulse Length
Dead Zone
Signal-to-Noise Ratio

Overall System Sensitivity

* In testing ultrasonic transducer parametersA use is exclusively made

of the conventional pulse-echo amplitude measuring method. Since overall
performance of the probe is influenced by the flaw detector employedh the
use of a standard flaw detector is mandatory. A standard flaw detector is
required to have at least following characteristics: a) be capable of generating
initial excitation pulse of duration (defined as the time interval over which
the pulse amplitude exceeds 10% of its maximum amplitude) less than or equal
to 0.5 pisec. and unipolar voltage (base to peak) of at least 200 V into 50 ohm
external resistive load, b) have either wide band receiver or narrow band
receiver operable at 5 and 10 MHz, c) have calibrated receiver gain (or attenuation)
of at least 60 dB dynamic range which is adjustable by no more than 2 dB steps
d) have display screen of which vertical and horizontal linearities are within
specifications (cf. T.O. 33B-1-1, paragraph 2-78 and 2-79)t and e) provide
calibrated sweep speeds of at least 100, 50, 20, 10c 5A 2, 1 and 0.5 1psec.
per division. If a noise suppression control (sometimes called "reject" control)
is provided, it shall be set to zero. To ensure that the effects of coupling
the probe to the testing block are minimizedA it is recommended to repeat
the measurement twice.

** The duration of the initial excitation pulse of the standard flow
detector may vary when it is connected to a probe (or transducer). Therefore
the duration of the initial excitation pulse must be measured with the transducer
connected. In order to do this, connect a "T" connector to the pulser output
and, using a 1oX or 10OX oscilloscope probe, display the initial excitation
pulse on an oscilloscope having a bandwidth of 20 MHz or greater. If the
duration of the initial excitation pulse exceeds 0.5 0secA then it must be
reduced to 0.5 1isec or less by either adding an external resistive load (for
example 50 ohm) in parallel with the probe or by adjusting the pulse length
or damping controls of the pulser. This setup should be maintained throughout
the tests described in this specification.

*** Among the parameters, Overall Appearance, Beam Exit Point, Beam Angle,
Skew Angle and Center Frequency primarily determine the quality of workmanship
rather than the performance of a probe. Beam Exit Point, Beam Angle, or Skew
Angle are very important for locating the position of a flaw. However, as
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long as the sound beam directivity is not critical,, substantial departure
(several degrees) from nominal values of these parameters has little measurable

effect on the signal-to-noise ratio of a flaw echo. Minimum detectable flaw
size is dependent of Center Frequency of the beam. However, substantial departure

of Center Frquency (approximately 10%) from the nominal frequency also has
little effect on the flaw detectability of a probe. Nevertheless, controlling
these parameters is believed to reduce unnecessary variations in testing results
and thus enhances the uniformity of the results.

4. overall Appearance

4.1 Method

4.1.1 The probe shall be examined visually to check for any signs of
mechanical damage (such as dents,, pits or severe scratches) and/or misalignment
of the probe wedge with respect to the case (Fig. F-i).

4.1.2 The probe wedge contacting surface shall be examined for flatness.
Put a straightedge across the center of the probe. Hold the probe and straight
edge against a light source while rotating the straightedge successively in
two mutually perpendicular directions. Check any bright places with a depth
gauge (e.g. feeler gauge,. measuring microscopeA etc.).

4.1.3 Angle of misalignment with respect to the probe case (Fig. F-i,,
a. c and d) shall be measured with a protractor. Centering of the wedge with
respect to the case (Fig. F-l,b) shall be measured with a graduated scale.

4.2 Specification (or acceptance limit)

4.2.1 There shall be no evidence of mechanical damage.

4.2.2 Except for probe edge chamferA there shall be no gaps greater
than 0.05 mm between the straightedge and the probe face.

*0.05 mm is approximately one-fifth the wave length of the 10 MHz longitudinal
wave in a plastic wedge or wearplate. Note that the surface can be regarded
as smooth if the surface irregularities are less than one-third the wave length.

4.2.3 Angle of misalignment with respect to the case shall not exceed
20. Center of the probe wedge shall be within 1 mm of that of the case.

5. Beam Exit Point (or Index Point)

5.1 The position of the beam exit (for an angle beam probe) shall
be determined before any measurement of beam angle is attempted. The beam
exit point shall be engraved on each side of the probe body (or case).

5.2 Method

5.2.1 It is recommended that IIW blockA Type 1 or 2A~ (equivalent to
British Standard A2 block) be used (Fig. F-2).
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5.2.2 Place the probe at the center of the 100 mm radius quadrant of

I1W block. Keeping the probe parallel to the edge of the block, adjust the
position of the probe until the echo directly from the 100 mm radius quadrant

is maximized. The beam exit point of the probe corresponds with the engraved
line on the block which marks the center of the 100 mm. radius quadrant.

*Conversely, the quality of a reference 11W block can be checked with

a probe of known beam exit point. If the beam exit point measured on a given
TIW block is considerably different from the known,, it is an indicative of
poor quality of the block.

5.3 Specification

The measured position of the probe beam exit point shall be repeatable
within -ti mm of the engraved mark.

6. Beam Angle

6.1 Method

6.1.1 Angle Beam Probe

Beam exit point shall be determined prior to this measurement.
Place the probe on 11W block so that a direct echo is obtained from the 50 mm
diameter hole. By scanning the probe along the side of the blockn maximize
the echo from the hole. The beam angle is indicated by the position of the
beam exit point against the scale engraved on the side of the block.

* If the maximum echo signal is not obtained with the edge of the probe

parallel to the edge of the b! ick, this may indicate significant beam skew
(see Clause 7).

6.1.2 Straight Beam Probe

It is recommended that a block such as shown in Fig. F-3 be used.
Place the probe on side (1) of the block which is farthest from the Hole A.
Position the probe directly above the hole (reference point 0). Rotate the
probe continuously through an angle of 900 and determine the orientation of
the probe at which the echo from the hole is minimum (this will direct the
sound beam through the center portion of the thickness of the block). While
maintaining this orientation,, scan the probe across the hole until a maximum
echo signal is received from the hole. The beam angle is indicated by the
position of the center of the probe against the scale provided on the side
of the block.

6.2 Specification

6.2.1 Angle Beam Probe

The measured beam angle shall be within +20 of the nominal beam
angle.
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*since beam angle depends on the velocity of sound in the test block,.
one should either measure the beam angle on the block made of the same material
as the probe angle was originally referred to or correct the nominal beam angle

in the test block by use of Snell's law (Appendix 1). AlsoR the beam angle
depends on the velocity of sound in the probe wedge which is dependent of

ambient temperature (BS4331 Part 3 A Appendix C). ThusA the beam angle measure-

ment should be carried out within the temperature range prescribed by the

manufacturer. In an actual inspection,, the beam angle could be significantly
different from the nominal value.

6.2.2 Straight Beam Probe

The angle shall not exceed 20.

7. Skew Angle (angle beam probes only)

7.1 Skew angle represents the degree of beam misalignment with respect

to the probe axis (see Fig. F-4).

7.2 Method

Place the I1W block flat on one side and adjust the probe to maximize

the echo from the lower corner of the block (Fig. F-5). The part of the corner
where there are no scale engravings shall be used. Measure the skew angle

using a protractor (Fig. F-5).

7.3 Specifications

Skew angle shall not exceed 20.

8. Beam Divergence Angle

8.1 Beam divergence angle is defined as tan-1 (BW/2R) where BW represents

the -6 dB beam width and R is the path length from the prob! to the point
where beam width is measured. The beam divergence angle determines the angular

resolution of the probe (i.e. the resolution of echoes from reflectors lying

side by side at approximately the same distance from the probe).

* Here the -6 dB beam width is chosen arbitrarily and R is assumed to
be in the far field region of the probe.

8.2 Method

8.2.1 Straight Beam Probe

It is recommended that a block having side-drilled hole(s) and

providing two different accessible distances to the hole from the sides (such

as one shown in Fig. F-3) be used. The distances from the probe to the hole
shall be longer than the probe's nominal near-to-far field transition distance
(which is approximately given by D2/(4X) where D is the nominal diameter of

piezoelectric element of the probe and Iis the wave length of the sound beam
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in the block at the nominal frequency of the probe. Wave length X is equal
to v/f where v is the velocity of the sound in the block and f is the nominal

f frequency of the probe). Place the probe on side (1) of the block and maximize
the echo signal from the Hole A as described in Clause 6.1.2. Adjust the
gain of flaw detector so that echo height reaches 80% of the full scale of
CRT screen. Read (or mark) the position of the center of the probe. Maintaining
the orientation of the probe thus obtained, scan the probe across the hole
parallel to the edge of the block. When the echo height drops to 40% of the
full scale (i.e. -6 dB) on both sides of the maximum, read the respective
positions of the center of the probe. The beam divergence angle is determined
by the equation given in Clause 8.1 where R is then the path length from the
position of the center of the probe at the maximum echo signal to the side-
drilled hole and BW is the distance between the two -6dB amplitude points.
Repeat the same procedures with the probe on side (3) of the block. Average
the two values thus obtained.

*Example:

Suppose the following data are obtained from a straight beam probe.

R(mm) Xmax(mm) X 6dB, left(m) X_6dB, right(ram)

113 2 -12 17

50 1 - 5 7

where the scale on the left hand side of the reference point is taken as negative
(-). Thus, the beam widths are 17-(-12) = 29 (mm) for R = 113 mm and 7 - (-
5) - 12 (mm) for R = 50 mm. Hence, the beam divergence angle of the probe -
OD is

OD = (1/2) (tan- ' (29/(2 X 113)) + tan-1 (12/(2 X 50))) = 7.150.

For the value of tan - 1 x, see Table 1.

8.2.2 Angle Beam Probe

To perform this measurement, it is recommended that both the beam
exit point and the beam angle of the probe be determined first. Place the
probe on side (2) of the block and maximize the echo signal from the side-
drilled Hole A. Follow the same procedures as described in Clause 8.2.1.
and read the position of the beam exit point. The beam divergence angle is
determined by the equation tan- I (BW cos 0 /(2R)) where 0 is the measured
beam angle of the probe. R is the path length from the beam exit point of
the probe at the maximum echo signal to the side-drilled hole, and BW is the
distance between the two -6dB amplitude points on the block. Repeat the same
procedures with the probe on side (4) of the block. (Hole B provides another
accessible distance to 600 angle beam probes.) Average the two values thus
obtained.

T -- . ... ob -
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8.3 Specification

8.3.1 Beam divergence angle shall not exceed 10% of the theoretical
value which is given for the -6 dB beam width by 8 D = sin-t (0.7 I/D).

3 * It should be noted that the beam width measured by utilizing the echo

signal from the side-drilled hole is actually different from the beam width
obtained if the beam profile is directly measured. This is because the echo
height from a side-drilled hole essentially represents an averaged strength
of the sound field over a certain fraction of the cross-sectional area of
the side-drilled holeA rather than the field strength of a point.

8.3.2 Distances of the left and right -6 dB points from the position
of maximum echo signal of the probe shall not differ by more than 10% of the
measured beam width.

* Example: Using the data shown in the previous example, it is determined

that the distance between the left -6 dB point and the maximum point is 2-(-12) =

14 (mm) and between the right -6 dB point and the maximum point is 17-2 =
15 (mm). Thus, the difference between them is 15-14 = 1 (mm) which is 3.5%
of the measured beam width.

9. Center Frequency

9.1 It is recommended that the IIW block b, used. For angle beam

probes the rf-echo from the 100 mm radius quadrant of the block shall be used.
For straight beam probes the rf-echo frnm the opposite face (or back face)
of the block, which is also at a distance of 100 mm, shall be used.

* Small sized reflectors (i.e. smaller than beam cross section) with

sharp edges such as flat bottom holes or slots can influence the spectrum
of the echo signal via diffraction at the edges. Thus, the use of echoes
from these reflectors is not recommended for frequency measurement.

9.2 Method

It is recommended that a spectrum analyzer be used with a frequency
range of at least 1 to 20 MHz. The reflected rf-echo obtained as described
in Clause 9.1 shall be gated with a step-less electronic gating equipment
(gating shall not influence the rf-echo). The gate width shall be adjusted
to cover the pulse length of the rf-echo (see Fig. F-7 and Clause 10.2).
The frequency distribution of this gated rf-echo such as shown in Fig. F-6
shall be displayed on the spectrum analyzer. The center frequency is defined
as fc = (fl + fu )/2 where f, and fu are lower and upper frequencies at which
the amplitude drops to one half (-6 dB) the maximum amplitude.

* Alternately, the tone burst measurement method (Battelle Northwest

Specifications 705-7) may be used.

9.3 Specification

The center frequency shall be within 10% of the nominal frequency
of probe.
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10. Pulse Envelope and Pulse Length

10.1 Pulse length determines the depth resolution of the probe.

10.2 Method

10.2.1 Display an unrectified rf-echo signal on the screen of a flaw
detector as shown in Fig. F-7. It is recommended that the echo obtained by
the procedure described in Clauses 9.1 and 9.2.1 be used. The horizontal base
of the display screen shall be calibrated against time before the measurement
of pulse length. Pulse length is defined as the time interval between the
first and last instant at which the amplitude of the pulse reaches 10% of
its maximum amplitude. Pulse envelope represents the contour of the envelope
of the echo signal.

10.2.2 If the flaw detector does not provide an unrectified echo signal,
put a T connector on the pulser output (or receiver input) and connect an
oscilloscope probe providinga for example 1oX attenuation 10 megohm -12
pf loading from 500 kHz to 20 MHzA to the T connector. Display the echo signal
on the oscilloscope.

• A rectified echo signal may be used for the measurement. HoweverA

an unrectified echo signal is preferable because a rectified echo signal may
conceal potentially important details of the pulse.

** If an actual echo signal exceeds the linear dynamic range of the

input of the receiver of a flaw detector, inaccurate measurement of pulse
length will result because of nonlinear amplification by the receiver. If
this is the case, connect an external attenuator to the receiver so that the
echo signal remains within the linear dynamic range of the receiver input.

10.3 Specification

10.3.1 Within the pulse length, both the upper and lower pulse envelopes
shall increase monotonically to their maximum and then decrease monotonically.

10.3.2 Pulse length shall not exceed 1.5 Vsec using an initial excitation
pulse of up to 0.5 Wsec duration.

* As a reference, note that the round trip time of a longitudinal wave
over the 6 mm deep slot on IIW block, which is usually used for depth resolution
of a straight beam probe (cf. T.O. 33B-1-1), is 2 psec.

11. Dead Zone

11.1 The dead zone refers to the region immediately after the time when
initial excitation pulse is applied to the probe, in which it is not possible
to detect small flaws with certainty. The dead zone is chiefly determined
by the damping (or conversely ringing) characteristics of the piezoelectric
element of the probe and the internal noises caused by the reflections of
the sound within the probe wedge.
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11.2 Method

11.2.1 Straight Beam Probe

To check the duration of the dead zoneA it is recommended that
the IIW block be used. Place the probe on the block and maximize the echo
from the opposite surface 100 mm away. Adjust the gain control so that the
echo height is 50% of full scale. Then increase the gain by 20 dB and measure
the time interval between the initial rise of the excitation pulse and the
instant at which the amplitude of the excitation pulse tail or internal noises
becomes 25% of full scale (Fig. F-8).

11.2.2 Angle Beam Probe

Maximize the echo from the 100 mm quadrant of IIW block. The same
procedure described in Clause 11.2.1 shall be used with following modification.
For 5 MHz probes increase the gain by 20 dBA and for 10 MHz probes increase
the gain by 40 dB.

* Care shall be exercised to keep the echo signal within the linear

dynamic range of the receiver input (see ** of Clause 10.2).

11.3 Specification

11.3.1 Straight Beam Probe

The time interval shall not exceed 2.5 tisec using an initial excitation
pulse of up to 0.5 lsec duration.

* This is roughly equivalent to saying that a longitudinal wave probe

which meets this specification would be capable of detecting a perfect planar
reflector (whose surface is normal to the incident beam) with a diameter 1/10
that of the probe piezoelectric element,, at a depth of 6 mm from the surface
of IIW block. The above argument is based on DGS (Distance-Gain-Size) diagram.
(Examples of DGS diagram can be found in "Handbook on the Ultrasonic Examination
of Welds," International Institute of Welding, 1977.)

11.3.2 Angle Beam Probe

The time interval shall not exceed 8 psec using an initial excitation
pulse of up to 0.5 psec duration.

* This specification takes into account the time elapsed as sound travels

through the probe wedge (assumed to be 3 psec.). If one wants to measure
the elapsed time in the probe wedge, see Appendix 2. The same statement in
* of Clause 11.3.1 also applies for a shear wave probe to a perfect planar
reflector at a distance of 6 mm from the beam exit point.

12. Signal-to-Noise Ratio

12.1 This measurement is of particular importance in determining the
flaw detectability of the probe.
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Initial Excitation Pulse and Internal Noise

TIME
t 0

a) Maximize echo from the Opposite surface. of the
ITW block and adjust the gain control until the,

echo height reaches, 509 of full scale

Initial Excitation Pulse and internal Noise

ECHO
------------------------------250/

m-TIME
t =O td

h) Increase the gain by 20) dB. Then measure. t dat

which excitation pulse tail amplitude becomes 2')',

of full scale.

FIGURE 17-8. DEAD) ZONE MI.A;1REMENT
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12.2 Method

It is recommended that the IIW block be used. For angle beam probes,I the echo from the 100 mm radius quadrant shall be used. For straight beam
probes, the echo from the opposite surface 100 mm. away shall be used. Maximize
the echo signal by adjusting probe position. With the initial excitation
pulse positioned at the left edge of the display, position the echo at 60%
of full horizontal scale by adjusting the sweep control. Then increase the
gain of the receiver until the maximum noise level within the range of 10%
to 60% of the horizontal scale reaches 25% of the full vertical scale. Take
the gain reading. If the noise height does not reach 25% of the full scale
at the maximum receiver gain, then note the height of the noise. Readjust
the gain so that the echo reaches either 25% of the full scale or the noise
height at the maximum receiver gain. The difference in gain between the two
cases is the signal-to-noise ratio of the probe. It is recommended that the
signal-to-noise ratio be expressed in dB (decibel) units.

12.3 Specifications

The signal-to-noise ratio shall be at least 50 dB.

*Noises arise from grain boundary scattering of the testing material,
internal reflections in the probe wedge and in the coupling or bonding material,
the effect of the different wave mode generated, the effect of the side lobes.

**Care shall be exercised to keep the echo signal within the linear
dynamic range of the receiver input (see ** of Clause 10.2.).

13. Overall System Sensitivity

13.1 The overall system includes the pulser and receiver as well as
the probe.

J 13.2 Method

it is recommended that the 11W block be used. For angle beam probes,
the echo from the 100 mm radius quadrant shall be used. For straight beamI probes, the echo from the opposite surface 100 mm away shall be used. Maximize
the echo signal. Set the echo height to 25% of the full scale by adjusting
the gain of the receiver. Read the remaining gain of the system still available.

13.3 Specification

The remaining gain shall be at least 40 dB.
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TABLE 1. TABLE OF tan- IX

X tan IX (degrees) x tan1 1X (degrees)

0 0 0.16 9.090

0.01 0.573 0.17 9.648

0.02 1.146 0.18 10.20

0.03 1.718 0.19 10.76

0.04 2.291 0.20 11.31

0.05 2.862 0.21 11.86

0.06 3.434 0.22 12.41

0.07 4.004 0.33 12.95

0.08 4.574 0.24 13.50

0.09 5.143 0.25 14.04

0.10 5.711 0.26 14.57

0.11 6.277 0.27 15.11

0.12 6.843 0.28 15.64

0.13 7.407 0.29 16.17

0.14 7.970 0.30 16.704

0.15 8.531
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APPENDIX I

SNELL'S LAW

When a sound beam passes from one medium to another of a different veloc-
ity at an angle not normal to the interface of the two, refraction as well as

reflection occur. Snell's law for the refracted beam is as follows:

sin 01 / sin 02 - vI / v2

where vI and v2 are velocity of sound in medium 1 and 2, respectively, and
01 and 02 are incident and refracted angles respectively (Fig.).

Example: What will be the angle of refraction of a shear probe in aluminum
which provides 45° shear wave in steel? From the Snell's law, it can be written:

sin 0 2A1 = vAl sin 61 / vi VAl sin 450 / Vsteel

Taking VAl = 3.10 X 105 cm/sec and Vsteel = 3.23 X 105 cm/sec , 02A1 = 42.70.
Thus, the probe has refracted angle of 42.70 in aluminum. Note that no information
on the incident angle or the sound velocity in the plastic wedge (medium 1)

is needed in calculation.
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J APPENDIX 2

METHOD OF ELAPSED TIME MEASUREMENT IN THE
PROBE WEDGE (FOR ANGLE BEAM PROBES)

it is recomnded that a semi-circle block as shown in Fig. A, which
is similar to AWS type DC (Distance Calibration) Block, be used. Place the
probe near the center of the circle. Adjust the probe position until the
echo from the radius is maximized. Figure B shows an echo pattern thus obtained.
Measure T1 . T2 - T1,' T4 - T 3 0 and then take the average (this average is denoted
by Ta) Measure T 3 - TI" T5 - TV, and then take the average (of which value is

dentedby b). The elapsed time in the probe wedge is given by (Ta - Tb)/ 2.

*Equivalently, a miniature angle beam block (Fig. C) can also be used.

25

63.5

NOTE: All Dimensions in Millimeters

FIGURE A. SEMI-CIRCLE BLOCK
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Initial
Excitation FIGURE B. EXAMPLES OF CRT DISPLAY OF ECHOES
Pulse

I-

-

11 A AIL-- TIME
0 TT2T 3  74  T5

**The echoes shown in Fig. B travel the following paths:

ECHO AT TIME PATH

T______ L 3 ±+2L 1 + L 3

T2 2 (L-3 42L1 I4-L3 )

T3  L3 4- 2L1-4-2L2 4-2LI-L 3

T4  L3 4- 2LI 4-2L 2 4-2L,4+21-3 4- 2LvI L3

T5 ~L 3 +2L 4-2 L 2 4-2LI +2L 2 4-2L 14L 3

WEDGE PIEZO- ELECTRIC



121

-75

5Q0

30 25 J
900/ 

50 
20

10

5 DIA.
43.

Note: All Dimensions are in Millimeters

FIGURE C. MINIATURE A~NGLE BEAM BLOCK
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GLOSSARY

Amplitude: The magnitude of mechanical vibratory movement, voltage or currentl
indicated by vertical height on a CRT display.

Angle Beam: A sound beam travelling at an angle measured from the normal
to a tangent plane of the test surface.

ASTM: Abbreviation for American Society for Testing and Materials.

Attenuation: Loss of amplitude or energy.

Attenuation Coefficient: A number which represents the degree of attenuation
per unit distance or unit time.

Attenuator: A device for producing attenuation.

Bonding (or Coupling) Material: A substance used between two separated parts
of materials to permit or improve transmission of ultrasonic energy from onv
part to the other.

CRT: Abbreviation for cathode ray tube.

dB (Decibel): Logarithmic expression of a ratio of two amplitudes; dB is
defined as dB = 20 log 10 (A2/A1), where A, and A 2 are amplitudes.

Echo: Signal of reflected ultrasonic wave.

Echo Height: Amplitude of the echo.

Focused Probe: A probe which produces a convergent sound beam.

Frequency: A number of repetitional (or periodic) motion of vibrations or
oscillations per unit Lime; one repetitional motion per second is called 1 Hz
(Hertz).

Gain: An amount of amplification applied to a received signal.

IIW: Abbreviation for International Institute of Welding.

Impedance Matching: The balancing of two media (electrical or mechanical)
to provide optimum transference of energy between them.

KHz: Abbreviation for Kilohertz (=103 Hertz).

X: Symbol for wave length.

Linear Dynamic Range: The range within which two quantities have a linear
relationship.
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Longitudinal Wave: A type of wave in which the displacement of the particle
in a material is parallel to the direction of wave propagation.

Initial Excitation Pulse: Electrical pulse applied to a probe to produce
an ultrasonic sound beam.

M4Hz: Abbreviation for megahertz (=106 Hertz).

ljsec: Unit of time equal to 10-6 second.

NDT: Abbreviation for Nondestructive Testing.

Piezoelectric: Ability of a material to convert electrical energy into mechanical
energy and vice versa.

Probe: A device for generating and/or receiving ultrasonic energy.

Pulse: A series of vibrations or oscillations having a brief duration.

Pulse-Echo Method: A method in which the presence of a discontinuity in a
material is indicated by the reflection of pulses from it.

Shear Wave: A type of wave in which the displacement of the particle in a
material is perpendicular to the direction of wave propagation.

Side Lobe: Ultrasonic beam emitted from a transducer to the sides of the
main sound beam.

Straight Beam: A sound beam travelling normal to a tangent plane of the test
surface.

Transducer: A device for converting electrical energy into acoustic energy
and vice versa.

Ultrasonic: Mechanical vibrations having a frequency greater than approximately
20 KI~z which is generally considered as the upper limit of audible sound of
the human ear.

Wave Length: The shortest distance between two corresponding points of the
periodic motion.

Wave Mode: Type of wave motion; e.g. longitudinal, shear, etc.

Wedge: A device used to direct ultrasonic beam into a test part at an angle.
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